
Inspired by Nature,  
Engineered by Vicwest.



Lower Lifecycle Cost
By the time your metal roof reaches 
the end of its lifespan, you’ll need to 
have replaced your asphalt roof at 
least 3 times.

Lower Energy Bills
�Ò�ä�ó�à�ë���ñ�î�î�å�ò���í�à�ó�ô�ñ�à�ë�ë�ø���ñ�ä�&�ä�â�ó���ë�è�æ�ç�ó����
which helps reduce heat absorption 
�à�í�ã���è�ì�ï�ñ�î�õ�ä�ò���ä�í�ä�ñ�æ�ø���ä�'�â�è�ä�í�â�ø���å�î�ñ��
your home.

Low Maintenance
Metal roofs resist wind uplift. No 
shingle damage means no costly 
patch jobs.

Higher Resale
A metal roof enhances a home’s 
curb appeal year over year. It 
also gives potential buyers the 
�â�î�í�%�ã�ä�í�â�ä���ó�ç�à�ó���ó�ç�ä�è�ñ���è�í�õ�ä�ò�ó�ì�ä�í�ó���ö�è�ë�ë��
result in long-term savings.

Lower Insurance
Many home insurers recognize the 
added security of a metal roof and 
�ñ�ä�&�ä�â�ó���ó�ç�à�ó���õ�à�ë�ô�ä���è�í���ó�ç�ä�è�ñ���ï�ñ�ä�ì�è�ô�ì�ò����
(Your local insurance provider can 
provide more details.) 

Why choose  
a metal roof?

Unlike asphalt 
shingles, steel 
roo�ng is 100% 

recyclable, helping 
reduce land�ll waste 

while delivering 
decades of lasting 

performance.

Save 
money  
in the  

long runA metal roof adds value to any style of 
home. Here’s what makes metal roof 
shingles the smart choice. 

Reduces Waste
With its long life-span, a metal roof 
�ñ�ä�ã�ô�â�ä�ò���ë�à�í�ã�%�ë�ë���à�í�ã���ì�è�í�è�ì�è�ù�ä�ò���ô�ò�ä��
of non-renewable resources.

vicwest.comTrue Nature Metal Roof Shingle System



Antique Brown 
18-3026

Ebony 
9822

Graphite 
9821

Harvest Cedar 
18-3022

Shadow Deep Gray 
10695

Silver Springs 
18-3024

Burnished Slate 
10740

Signature Matte – SMP Coated metal

* Expressence colors perform to the  
following rigorous testing standards

Expressence* – Premium PVDF Coated Metal

vicwest.comTrue Nature Metal Roof Shingle System



Midnight Storm 
18-3028

Mica Gray 
18-3030

Signature Matte – SMP Coated metal

Expressence* – Premium PVDF Coated Metal

Ebony 
9822

Graphite 
9821

Shadow Deep Gray 
10695

Burnished Slate 
10740

* Expressence colors perform to the  
following rigorous testing standards vicwest.comTrue Nature Metal Roof Shingle System



Terracotta 
18-3020

Black 
56068

Signature Matte – SMP Coated metal

Signature  
SMP Coated metal

Expressence* 
Premium PVDF Coated Metal

Ebony 
9822

Shadow Deep Gray 
10695

Burnished Slate 
10740

* Expressence colors perform to the  
following rigorous testing standards vicwest.comTrue Nature Metal Roof Shingle System



Inspired by Nature  
Engineered by Vicwest  
�Ù�ñ�ô�ä���Ó�à�ó�ô�ñ�ä���ì�ä�ó�à�ë���ò�ç�è�í�æ�ë�ä�ò���î�$�ä�ñ���à���á�ä�à�ô�ó�è�å�ô�ë�����ó�è�ì�ä�ë�ä�ò�ò��
�à�ë�ó�ä�ñ�í�à�ó�è�õ�ä���ó�î���ó�ñ�à�ã�è�ó�è�î�í�à�ë���ñ�î�î�%�í�æ���ì�à�ó�ä�ñ�è�à�ë�ò��

Cedar Creek  
Shake

Coastal 
Wave

North Ridge 
Slate

Traditional shake shingles  
have a tendency to warp, 
split, mold, and eventually 
rot. True Nature’s Cedar 
Creek Shake shingles 
provide all the aesthetic 
�á�ä�í�ä�%�ó���î�å���à���ò�ç�à�ê�ä���ñ�î�î�å��
without the degradation. 

Terracotta barrel tiles  
instantly distinguish a home, 
but like natural slate, their 
weight adds unwanted stress 
to a roof. True Nature Coastal 
Wave shingles create the 
look of barrel tiles without the 
extra load. 

Slate shingles  are heavy  
and prone to breakage and 
algae growth. True Nature’s 
North Ridge Slate metal 
roof shingles are incredibly 
lightweight and less prone  
to breakage over time.

Wooden 
Shake

VS

VS

VS

Slate 
Shingle

Clay  
Tile

vicwest.comTrue Nature Metal Roof Shingle System



We spent years engineering a paint system that 
helps give your home the protection of metal 
and the re�ection of nature 

�Ù�ç�ä���Ê�÷�ï�ñ�ä�ò�ò�ä�í�â�ä���Ê�$�ä�â�ó 
A layer of decorative ink 
�%�í�è�ò�ç�ä�ò���ó�ç�ä���ï�ñ�î�ó�ä�â�ó�è�õ�ä��
layers of the Expressence 
paint system, adding tones 
and details seen in nature.

 Corrosion-Resistant  
Epoxy Back Coat

Back Coat Pre-Treatment

 Galvalume Anti-Corrosive  
Self-Healing Coating

28-Gauge Steel Substrate

Galvalume Anti-Corrosive 
Self-Healing Coating

Surface Pre-Treatment

�Ø�è�ë�è�â�î�í�ä���Ò�î�ã�è�%�ä�ã���Õ�î�ë�ø�ä�ò�ó�ä�ñ�� 
(SMP) Resin Primer

�Ø�è�ë�è�â�î�í�ä���Ò�î�ã�è�%�ä�ã���Õ�î�ë�ø�ä�ò�ó�ä�ñ�� 
(SMP) Resin Topcoat

 Expressence Fluropon  
Low Sheen Clearcoat

 Expressence Fluropon  
Decorative Ink

 Corrosion-Resistant  
Epoxy Back Coat

Back Coat Pre-Treatment

 Galvalume Anti-Corrosive  
Self-Healing Coating

28-Gauge Steel Substrate

Galvalume Anti-Corrosive 
Self-Healing Coating

Surface Pre-Treatment

Expressence Fluroprime  
Basecoat

Both our Expressence and Signature Matte metal 
coating systems erase the harsh look of metal and 
enhance each 26 or 28 gauge steel shingle with 
layers of specialized coatings. These coatings 
�â�ñ�ä�à�ó�ä���à���ñ�ä�à�ë�è�ò�ó�è�â���%�í�è�ò�ç���ó�ç�à�ó���è�ò���ï�ñ�î�ó�ä�â�ó�ä�ã���å�ñ�î�ì���å�à�ã�è�í�æ��
and corrosion in virtually all weather conditions.

Matte Metal 
�Æ���â�ñ�è�í�ê�ë�ä���%�í�è�ò�ç���ã�ô�ë�ë�ò���ó�ç�ä���ò�ç�ä�ä�í��
of metal by bouncing light in 
multiple directions, creating the 
impression of a natural matte 
material.

Expressence 
Premium PVDF Coated Metal

Signature Matte  
SMP Coated Metal

True Nature Metal Roof Shingle System vicwest.com



Cedar Creek  
Shake

Coastal 
Wave

North Ridge 
Sate

Water  
Diversion

Weep Hole

Right  
Side Lock

Left  
Side Lock

Top Lock

Pre-Drilled  
Holes

Water  
Shedding  

Channel

Riser  
Ridge

Water  
Diverting  

Rib 

Water  
Shedding  

Valley

Zip-Screw 
Location

Smart Engineering

vicwest.comTrue Nature Metal Roof Shingle System



Shake and Slate  
Quadra-Loc  
Technology

Shake and Slate   
Water-shedding 
channels

Coastal Wave   
Water  
Protection

Coastal Wave  
Direct to deck 
installation

Smooth install
Pre-drilled holes make it 
quick and easy to fasten the 
shingles down to the roof 
deck, saving on the need to 
puncture through metal. No 
cumbersome clips means 
installation is more accurate 
and secure.

True Nature’s Quadra-Loc technology 
locks our Shake and Slate shingles in 
place on all four sides, with industry-
�ë�ä�à�ã�è�í�æ���ï�ñ�î�%�ë�ä���à�í�ã���ë�î�â�ê���ã�ä�ï�ó�ç���ñ�ä�ò�ô�ë�ó�è�í�æ�� 
in unprecedented water-tightness and 
protection from extreme weather.

Coastal Wave shingles install easily 
without requiring any costly wood 
strapping. This makes installation 
considerably faster than competing 
metal roof shingles.

We’ve engineered our proprietary 
design to lock water into a channel, 
diverting downward over the shingle 
and away from the underlayment, 
minimizing the greatest threat to your 
roof: water damage.

�Æ���ò�í�ô�æ���%�ó
Coastal Wave shingles 
feature a high-rising back 
shelf and a deep front 
nose that creates a snug 
overlap against water.  

UP TO 

200mph  
Wind Resistance *

*Cedar Creek Shake & North Ridge Slate are tested to resist 160mph winds in 
28GA, and up to 200mph winds in 26GA.These are the maximum values and 
�õ�à�ñ�ø���ã�ä�ï�ä�í�ã�è�í�æ���î�í���å�à�â�ó�î�ñ�ò���ò�ô�â�ç���à�ò���ñ�î�î�%�í�æ���ò�ô�á�ò�ó�ñ�à�ó�ä�����í�ô�ì�á�ä�ñ���î�å���å�à�ò�ó�ä�í�ä�ñ�ò���ï�ä�ñ��
shingle, building height, terrain, and roof type.

True Nature’s proprietary ridge cap system 
features a wide ridge cap that provides 7 inches  
of coverage on either side of the roof. This allows 
for a secondary water channel or “beak” that 
diverts driving rainwater over top of the shingle  
rather than beneath, where it can cause damage 
to the roof deck.

Drain-savvy  
ridge caps

The shingle’s parallel ribbing naturally channels 
water off the roof so that it flows evenly into the 
eavestrough. 

Strategic placement of Coastal  
Wave’s fasteners lock the shingles  
together to resist wind uplift  
and maximize water-tightness.  
Color-matched fasteners reinforce  
the the shingles seamlessly. 

vicwest.comTrue Nature Metal Roof Shingle System



Cedar Creek Shake and North Ridge Slate

Coastal Wave

A B C D E

Eave 
TN-01

Inner Gable  
TN-02

Outer Gable  
TN-03

Transition 
TN-04

Valley  
TN-05

F G H I J

Ridge / Hip Cap  
SHAKECAP / SLATECAP

Side Wall  
TN-13

End Wall  
TN-08

Side Wall Masonry  
TN-14

End Wall Masonry  
TN-12

K *   *

High End Chimney  
TN-10

Z-Flashing  
TN-06

Reglet 
TN-09

Accessories

N° 8 x ¾” Hex Washer Head 
Self Drilling Screw with  
EPDM Bonded Washer

N° 10 x 1” Pan Head Self 
Tapping Screw

1 6

2
7

8

93

4

5

Screws – Available in x100 jars and x1000 cartons

N° 10 x 1½” Pancake Head  
Self Tapping Screw

N° 10 x 2½” Pancake Head  
Self Tapping Screw

N° 10 x 1½” Hex Washer Head  
Self Tapping Screw with EPDM 
Bonded Washer

N° 10 x 2½” Hex Washer 
Head Self Tapping Screw 
with EPDM Bonded Washer

N° 10 x 3½” Hex Washer Head  
Self Tapping Screw with EPDM 
Bonded Washer

N° 10 x 3” Hex Head  
Self-Tapping Screw

ClimaGuard Residential 
Eave Protector

N° 10 x 1½” Hex Washer Head  
Self Tapping Screw

Shingle applications

Cedar Creek Shake   
and North Ridge Slate  
Use screw: [9]

Coastal Wave  
Use screw: [7] Use screw: [2]

Available in all True Nature colours

Also available: Colour-matched for Coastal Wave

FT Platinum Synthetic  
�×�î�î�%�í�æ���Ú�í�ã�ä�ñ�ë�à�ø�ì�ä�í�ó

Sno Gem Polycarbonate  
Snow Retention System

Trim System
The True Nature trim system has been designed 
for efficient installation and a seamless finish. 
Working in lock-step with True Nature shingles, our 
proprietary trim components manage water flow by 
directing it off the roof. 

The True Nature trim system is formed from the  
same steel coil as our shingles, ensuring a perfect 
color match, while the ridge caps are stamped with 
the same imprint, making it a seamless finishing 
touch to your home.

A

G

D

E

F

F

H

J

K
I

B

C

A B C D E

 

Eave 
CW-01

Inner Gable  
CW-02

Outer Gable  
TN-03

Transition  
CW-16

Valley 
CW-05

F�°i) F�°i i) F�°i i i)* G H

Ridge/Hip Extension  
CW-15

Wave Cap  
--

Wave End Cap Closure  
--

Side Wall  
TN-13

End Wall 
TN-08

I J K  **

Side Wall Masonry  
TN-14

End Wall Masonry  
TN-12

High End Chimney  
TN-10

Reglet  
TN-09

*    Wave End Cap Closure is 
�%�ä�ë�ã���â�ô�ó���å�ñ�î�ì���&�à�ó���ò�ó�î�â�ê���ó�î��
�ò�ô�è�ó���ò�ï�ä�â�è�%�â���ï�ñ�î�é�ä�â�ó���í�ä�ä�ã�ò����
Guidelines can be found in 
the installation guide

**  For use with Side Wall and 
End Wall Trim

*  For use with Side Wall and 
End Wall Trim

Use screws: [6, 7]

Use screw: [1]

Use Tapcon screw Use screw: [3]

Use screw: [6] Use screw: [6]

Screw not supplied

Screw not supplied

Use screw: [6]

Use screw: [5]

Use screws: [2]  Use screw: [5] Use Tapcon screw

Use screw: [5] Use screw: [5] Use screws: [2, 6] Use screw: [5, 6]

Use screw: [3] Use screw: [1] Use screw: [3] Use screw: [3]

Use screw: [3] Use screw: [1] Use screws: [5,6] Use screw: [3]

vicwest.comTrue Nature Metal Roof Shingle System



Finish Color Color Code SR (Solar Reflectance) IE (Initial Emissivity) SRI (Solar Reflectance Index)

Cedar Creek Shake

Expressence PVDF

Antique Brown 18-3026 0.28 0.9 29

Harvest Cedar 18-3022 0.46 0.88 52

Silver Springs 18-3024 0.38 0.88 42

SMP Matte

Ebony 9822 0.06 0.9 1

Shadow Deep Gray 10695 0.14 0.87 10

Burnished Slate 10740 0.29 0.88 30

North Ridge Slate

Expressence PVDF
Midnight Storm 18-3028  0.12 0.88 8

Mica Gray 18-3030 0.15 0.88 12

SMP Matte

Ebony 9822 0.06 0.9 1

Shadow Deep Gray 10695 0.14 0.87 10

Burnished Slate 10740 0.29 0.88 30

Coastal Wave

Expressence PVDF Terracotta 18-3020 0.41 0.90 46

SMP Matte

Ebony 9822 0.06 0.90 1

Shadow Deep Gray 10695 0.14 0.87 10

Burnished Slate 10740 0.29 0.88 30

SMP Black 56068 0.05 0.87 -2

Cool Roof Ratings

�Ø�ï�ä�â�è�%�â�à�ó�è�î�í�ò Performance  
and Testing

Test Type & Standard Result Construction Type

Cedar Creek Shake & North Ridge Slate

Wind Uplift Allowable Design Loads Fasteners Gauge Substrate

CCMC/Wind Uplift at 4.8kPa Pass 7x Fasteners

28ga

1/2" Plywood
ICC-ES AC166 (UL 1897, UL580)

60 psf 7x Fasteners

45 psf 4x Fasteners

Florida Approval Non-HVHZ (UL 1897, UL580)
72.5 psf 7x Fasteners 15/32" Plywood

52.5 psf 7x Fasteners 7/16" OSB

Miami Dade & Florida Approval HVHZ (TAS125)
90 psf 7x Fasteners

26ga 19/32" Plywood  
(new construction)112.5 psf 13 x Fasteners

Coastal Wave

Wind Uplift Allowable Design Loads Fasteners Gauge Substrate

CCMC/Wind Uplift at 4.8kPa Pass 7x Fasteners

28ga

1/2" Plywood

ICC-ES AC166 (UL 1897, UL580)
112.5 psf 7x Fasteners

15/32" Plywood
67.5 psf 4x Fasteners

Florida Approval Non-HVHZ (UL 1897, UL580)

112.5 psf 7x Fasteners

67.5 psf 4x Fasteners

82.5 psf 7x Fasteners 7/16" OSB

Miami Dade & Florida Approval HVHZ (TAS125)
82.25 psf 7x Fasteners

26ga 19/32" Plywood  
(new construction)153.5 psf 14x Fasteners

Cedar Creek Shake, North Ridge Slate & Coastal Wave

Fire

ASTM E108 Class A Pass 28 ga tiles on 1/4" Densdeck, underlayment, 1/2" 

PlywoodULC S107 - Burning Brand, Intermittent Flame, Spread of Flame Pass

�É�ø�í�à�ì�è�â���Õ�ñ�ä�ò�ò�ô�ñ�ä���Ü�à�ó�ä�ñ���Î�í�&�è�ó�ñ�à�ó�è�î�í

CCMC/AAMA 501.1 Pass 4:12 roof slope 
28ga tiles on Type #30 Felt underlayment, 1/2" plywood

Wind Driven Rain

Florida Approval/TAS 100 Pass 3:12 roof slope 
28ga tiles on self-adhered underlayment, 15/32" plywood

�Ù�ñ�à�'�â���Ñ�î�à�ã

CCMC/ASTM E661 Pass

Corrosion Resistance

ASTM B117 Pass

Weathering Resistance

ASTM G154 Pass

Impact Resistance

UL 2218 Class 4 Pass

Coverage Per Shingle 12" x 50" – 4.17 sq. ft – 24 shingles/square 14.5" x 51" – 5.13 sq. ft – 20 shingles/square

Shingle Depth 9/16" at front nose 1" at front nose

Weight 3.76 lb/shingle – 90 lb/square 4.5 lb/shingle – 90 lb/square

Substrate
26ga (0.015") & 28ga (0.018") – Grade 33 Galvalume  
Coated Steel

26ga (0.015") & 28ga (0.018") – Grade 33 Galvalume  
Coated Steel

Cedar Creek Shake and 
North Ridge Slate

Coastal 
Wave

50 years For a period of Fifty (50) years the steel substrate will not lose impact resistance, 
burn, support combustion, or perforate as a result of corrosion. 

40 years For a period of Forty (40) years the Product will not chip, crack, peel or otherwise 
lose adhesion. 

30 years For a period of Thirty (30) years, the degree of surface chalk of the Product shall 
be in accordance with the Performance Criteria (as described below). For details 
regarding the above items plus further coverage please see below.

Transferable Lifetime Warranty

*Subject to the conditions. Please refer to True Nature warranty on our website for complete details.

Expressence 
Premium PVDF Coated Metal

vicwest.com



Vicwest  helps 
communities build 
for tomorrow, 
through :

Vicwest is committed to representing the building construction industry through 
active participation in various associations affiliated with our business. For a 
complete list of our membership associations, visit vicwest.com.

Our metal roofing and wall systems offer protection from 
elements while protecting the environment. Not only are our 
products environmentally friendly, we aim to produce them in 
the most environmentally sustainable way.

Sustainable solutions

Since 1930, Vicwest has been North America’s metal structure 
experts – engineering and manufacturing metal roofing and wall 
systems that withstand our harshest climates. Designed to last 
a lifetime, Vicwest has you covered.

Durable Products

Our design engineers have been at the forefront of creating 
metal building materials that can be formed, shaped, and 
customized to achieve virtually any design inspiration. 

Inspirational Innovations

Vicwest
Burlington, ON | L7L 5Y7 | Canada
T: 1-800-387-7135
E: info@vicwest.com
vicwest.com

Contact Details

Vicwest Inc. reserves the right to amend product  
�ò�ï�ä�â�è�%�â�à�ó�è�î�í�ò���ö�è�ó�ç�î�ô�ó���ï�ñ�è�î�ñ���í�î�ó�è�â�ä�����Õ�ñ�î�ã�ô�â�ó��
�ò�ï�ä�â�è�%�â�à�ó�è�î�í�����ó�ç�è�â�ê�í�ä�ò�ò�ä�ò���à�í�ã���â�î�ë�î�ñ�ò���ò�ç�î�ö�í��
in this document should not be taken as being  
available and reference should be made to  
the current Vicwest price list and color chart  
or advice should be sought from Vicwest’s  
Customer Service Department. The information,  
technical details and/or installation guidelines etc.  
included in this literature are given in good faith  
and apply to uses described. Recommendations  
�å�î�ñ���ô�ò�ä���ò�ç�î�ô�ë�ã���á�ä���õ�ä�ñ�è�%�ä�ã���å�î�ñ���ò�ô�è�ó�à�á�è�ë�è�ó�ø��
and compliance with actual requirements,  
�ò�ï�ä�â�è�%�â�à�ó�è�î�í�ò���à�í�ã���à�í�ø���ë�î�â�à�ë���á�ô�è�ë�ã�è�í�æ���â�î�ã�ä�ò����
applicable laws and regulations. For other  
�à�ï�ï�ë�è�â�à�ó�è�î�í�ò���î�ñ���â�î�í�ã�è�ó�è�î�í�ò���î�å���ô�ò�ä�����Û�è�â�ö�ä�ò�ó���î�$�ä�ñ�ò��
a Technical Advisory Service, the advice of which  
should be sought for uses of Vicwest products  
�ó�ç�à�ó���à�ñ�ä���í�î�ó���ò�ï�ä�â�è�%�â�à�ë�ë�ø���ã�ä�ò�â�ñ�è�á�ä�ã���ç�ä�ñ�ä�è�í����

Colours shown in this document are  
representative only. Final colour selection should  
be made from actual colour samples which  
are available through our Sample Store. Colour  
accuracy may vary due to printing processes   
and may not be accurately represented on  
�ò�â�ñ�ä�ä�í�����Æ�ë�ë���â�î�ë�î�ô�ñ�ò���à�í�ã���%�í�è�ò�ç�ä�ò���ì�à�ø���í�î�ó���á�ä��
available in all regions.

To ensure you are viewing the most recent and 
accurate product information, please scan the 
QR code. 

vicwest-true-nature-brochure-en-ca-us 
MKG-BR-EN-V��

Certifying Body Report Compliance

Cedar Creek Shake, North Ridge Slate & Coastal Wave

CCMC CCMC #14173-R NBCC 2015 / 28ga on Galvalume with PVDF paint system

Intertek CCRR-0416
ICC-ES AC166 
IBC 2024, 2021 and 2018 
IRC 2024, 2021 and 2018

Florida Approval FL40929-R4
FBC 2023 (non-HVHZ) 
FBC 2023 (HVHZ)/26ga on Galvalume with PVDF paint 
system

Texas Department of Insurance TDI RC-697 IBC, IRC

Miami Dade
NOA-22062901 (Shake, Slate)

FBC (HVHZ)/26ga on Galvalume with PVDF paint system
NOA-23071102 (Coastal Wave)

Compliance 
and Approvals Expressence

Premium PVDF Coated Metal

Scan the QR codes to view the test reports

CCMC 14173-R  
Canadian code 
compliance evaluation —  
National Research 
Council Canada

Florida Building Code FL 
40929-R4

Miami-DadeTexas Department of 
Insurance – RC-697

True Nature Metal Roof Shingle System



Together with the team at Kingspan, we’ve embarked on a Planet Passionate strategy  
that aims to improve our impact on three big global issues: climate change, circularity  
and protection of our natural world.

40% reduction in carbon intensity 
from raw materials by 2030 
17,000 metric tonnes of recycled 
or renewable raw materials used 
annually by 2030

CircularityEnergy

Water

To learn more about our Planet Passionate strategy, visit vicwest.com/ca/en/planet-passionate

VWTN400ENS

Target:  Procure 60% of our total 
energy requirements from direct 
renewable sources by 2030. 

Target:  Harvest a combined 1,000,000  
litres of water annually across Vicwest’s 
facilities

Target:  40% reduction in carbon 
intensity from raw materials by 2030 
17,000 metric tonnes of recycled or 
renewable raw materials used annually 
by 2030

Building with Solar  

At Vicwest, we are committed to utilizing 
renewable energy to reduce our environmental 
impact. In 2023, we completed the installation of 
solar PV systems at our Stratford and Acheson 
facilities. At those facilities, over 50% of the 
electricity consumed is generated on site. In 
addition to generating solar energy, we purchase 
hydroelectricity at one facility and use renewable 
natural gas at two other facilities. 

�ß�ä�ñ�î���Ü�à�ò�ó�ä���ó�î���Ñ�à�í�ã�%�ë�ë��

Vicwest has committed to achieving 100% waste 
�ã�è�õ�ä�ñ�ò�è�î�í���å�ñ�î�ì���ë�à�í�ã�%�ë�ë�����Ù�î���à�â�ç�è�ä�õ�ä���ó�ç�è�ò�����ö�ä���ç�à�õ�ä��
implemented new waste collection streams to 
ensure all eligible material is being diverted from 
�ë�à�í�ã�%�ë�ë����

Recycled and Renewable Raw Materials
�Ù�î���ñ�ä�ã�ô�â�ä���î�ô�ñ���ä�$�ä�â�ó���î�í���ó�ç�ä���ä�í�õ�è�ñ�î�í�ì�ä�í�ó�����ö�ä��
have committed to reducing the carbon intensity 
of our key raw materials by 40% by increasing 
our use of recycled and renewable raw materials 
in our manufactured products by 2030.

Rainwater Harvesting  

Our rainwater harvesting tanks in Stratford and 
Victoriaville each have a 24,500 litre capacity. 
We estimate that we will harvest 1 million litres of 
rainwater per year based on each system’s 2024 
performance.


