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Product Description

AD Series profiles feature a hidden-fastening system with a bold box design. Engineered for modern architectural applications, this wall panel
series provides a sleek, uninterrupted appearance while offering the flexibility to combine different panel reveals and colours. The AD Series
enables designers to create dynamic, customized wall assemblies with depth and visual interest.

AD 275R, 300, Silver Polyurethane AD275 & AD300, Bone White

0.64"
(16mm)

Hidden Fastener | Wall

Installation Direction

Installation Orientation Vertical & horizontal

Fastening System 
Dimensions

Application
Covered Width
Profile Depth

Hidden Fastener
Wall
11.8" (300mm)
1.5" (38mm)

Available Gauges

Gauge

1 – 40’ max (0.3 – 12.19m) 
Production Lengths

Acheson, AB
Stratford, ON 1 – 40’ max (0.3 – 12.19m)

Weight LB/FT2*

20GA 

22GA

2.19

1.83

*Weight-LB per square foot may differ per paint finish and profile covered
width. Please contact your sales representative for further assistance.

Non-Standard

Market

Commercial
Architectural

Scan the QR code for more information on
installation guidelines or visit vicwest.com

https://www.vicwest.com/
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AD Series

1”
(25mm)

AD275

AD150

10.8” (275mm)

AD200

3.93” (100mm)

COVERAGE
11.8” (300mm)

AD200

600

0.2188” 
(5.56mm)

0.3280” (8.33mm)

7.87” (200mm)

AD275

600

5.90” (150mm)

AD300

0.1894”
(4.81mm)

COVERAGE
11.8” (300mm)

0.1894”
(4.81mm)

AD150

5.90” (150mm)

 0.125”
(3.175mm)

 0.125”
(3.175mm)

150mm

Lap Detail

100mm

Lap Detail

25mm

Lap Detail Lap Detail

*Note: perforation voids warranty.

AD300-P2

AD300-A

Perforation Options

Technical Drawings



Test Type Test Standard Result

FIRE: Non-Combustibility ULC S135 Pass
FIRE: Surface Burning
Characteristics
(AD300/AD300R)

ASTM E84 FSI=0
SDI=55 Max.

WIND: Wind Uplift
(AD300/AD300R) ASTM E1592 Refer to CCRR

vicwest.com

SELF TAPPING #10 or #12,Pancake Head, Type A

For Wood Substrate:

Fastening System 

SELF DRILLING #10 or #12,Pancake Head, SD3
For Steel Substrate:

Sidelap (if required):
SD(44)BS 1/8"dia. StainlessSteel Rivet, Pre-painted

AD150/200/275

AD300
For Wood Substrate:
SELF TAPPING #1/4-14 x 1-1/2"LG., HH, Type AB
For Steel Substrate:
SELF DRILLING#1/4-14 x 1" LG., HWH,SD2/SD3
Sidelap (if required):
#1/4-14 x 7/8" LG., HWH,SD1

*Screw length to be selected
based on substrate thickness

AD 300, Bright White

Data SheetAD Series

AD 150 | 200 | 200R | 275 | 275R | 300 | 300R

Hidden Fastener | Wall

In compliance with NBCC and provincial building codes; applicable
editions apply.

CSSBI EPD 
XCarb EPD
Load Tables
CCRR-0535 - Intertek Directory
AD300/300R Negative Wind Load - ASD
AD300/300R Negative Wind Load - LSD

Engineering & Environmental Documents

Durable hidden-fastener locking system 
Sidelap design eliminates the need for clips 
1.5” thick architectural profile 
Horizontal or vertical wall application 
AD Series coverage variations allow for a modular system 
Designed to withstand harsh climates
Complete system of colour-matched trims 
Sidelap design eliminates the need for clips 
Perforated variation ideal for soffit application

Principal Characteristics Testing & Approvals

Approval Type Report # Application
Code Compliance Research
Report (AD300/AD300R) CCRR-0535 IBC, IRC

https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/products/all-vicwest-product/hidden-fastener-wall-cladding/ad-series/?v=AD200%20/%20AD200R&s=d
https://bpdirectory.intertek.com/pages/DLP_SearchDetail.aspx?SpecID=77130
https://www.vicwest.com/content/dam/vicwest/documents/load-tables/vicwest-ad300-ad300r-load-table-lsd-asd-en-ca-us.pdf
https://www.vicwest.com/content/dam/vicwest/documents/load-tables/vicwest-ad300-ad300r-load-table-asd-lrfd-en-us.pdf
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Metallic Finishes

Polyurethane Finishes
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AD 150 | 200 | 200R | 275 | 275R | 300 | 300R
SMP Coated Metal

Black
56068
22GA

Charcoal
56072
22GA

Regent Grey 
56082
22GA

Stone Grey
56071
22GA

Deep Grey
55174
22GA

Bone White
56069
22GA

White White
56076
22GA

Bright White
56086
22GA

Dark Brown
56062
22GA

Cambridge White
56161
22GA

Dark Red
56064
22GA

Bright Red
56080
22GA

Heron Blue
56076
22GA

Carbon
9789
22GA

Bright Silver
11080
22GA

Light Pewter
11078
22GA

Dark Cedar
18-9875
22GA

Weathered Cedar
18-9874
22GA

Expressence  – Architectural Print Series

Silver Polyurethane
7500
22GA

Weather XL 
Expressence 
Polyurethane Finishes 
Metallic Finishes

Warranty

Hidden Fastener | Wall

Inside Corner 
1101

Matching Trim System

Outside Corner
1104

J Trim
1110

Drip 
1119

Conversion
1120

AD300,
White White

Colour Availability 

Please scan the QR code or click here to confirm
colour availability by region. Colour availability is
grouped regionally to help optimize lead times, but is
not restricted to orders within those regions.

Lead times may differ for non-standard colours. Please contact your
sales representative for further assistance.

MKG-DS-EN-V3
vicwest-ad-series-data-sheet-en-ca

Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specification, thicknesses and colours shown in this document should not be taken
as being available in all regions, and reference should be made to Vicwest’s colour chart, or advice should be sought from Vicwest’s Customer Service Department.
Recommendations for the uses described herein should be verified for suitability and compliance with actual requirements of any local building codes, applicable laws and
regulations. 
Colours shown in this document are representative only. Final colour selection should be made from actual colour samples which are available through our Sample Store. To
ensure you are viewing the most recent and accurate product information, please scan the QR code or click here.

https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-50-metallic-polyurethane-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-338-metallic-pvdf-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/literature/vicwest-vwpc-179-colour-guide-en-ca-2024-06-17.pdf
https://www.vicwest.com/content/dam/vicwest/documents/data-sheets/vicwest-ad-series-data-sheet-en-ca.pdf
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