
Bellara Load Table
Cladding ASD - Allowable Stress Design

Allowable Uniformly Distributed Negative Wind Loads (psf) Imperial

Profile Board & 
Batten 140

Board & 
Batten 260 Lap Siding 155

Thickness [ga] 26 26 26 24 26 24 26 24 26
Panel Span [in]

16 92 48 92 129 74 96 48 81 84
18 87 46 88 124 71 92 46 77 ~
20 82 45 84 119 68 89 43 74 ~
24 72 42 77 109 62 82 39 67 ~
28 62 39 70 99 55 75 34 60 ~
30 57 37 66 94 52 72 31 56 ~
32 53 36 62 89 49 69 29 53 ~
36 43 33 55 79 43 62 24 46 ~
40 33 30 48 69 36 55 20 39 ~

Allowable Uniformly Distributed Negative Wind Loads (kPa) Metric

Profile Board & 
Batten 140

Board & 
Batten 260 Lap Siding 155

Thickness [ga] 26 26 26 24 26 24 26 24 26
Panel Span [mm]

400 4.4 2.3 4.4 6.2 3.6 4.6 2.3 3.9 4.0
450 4.2 2.2 4.2 5.9 3.4 4.4 2.2 3.7 ~
500 3.9 2.1 4.0 5.7 3.3 4.3 2.1 3.5 ~
600 3.5 2.0 3.7 5.2 3.0 3.9 1.8 3.2 ~
710 3.0 1.9 3.3 4.7 2.6 3.6 1.6 2.9 ~
760 2.7 1.8 3.2 4.5 2.5 3.5 1.5 2.7 ~
810 2.5 1.7 3.0 4.3 2.3 3.3 1.4 2.5 ~
910 2.0 1.6 2.6 3.8 2.0 3.0 1.2 2.2 ~

1010 1.6 1.4 2.3 3.3 1.7 2.6 0.9 1.9 ~
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Eng. File No.: ENG-LT-6205-EN-V1

Consult Vicwest representative for project specific requirements.
Load Tables are a subject to change without notice.

Material: ASTM A653/A653M, Galvanized Z275 / G90, or Galvalume ASTM A792 / A792M. Steel grade 33 ksi / 230 MPa.
Load tables are derived from ASTM E1592 load testing. Values in bold are tested values, and the rest are interpolated.
Uniform Loads are based on the safety factor  = 2.0 for ASD per the North American cold-formed steel structural members design 
standard.
Panels must be installed with #10 Pancake Head fasteners (min. head diameter 0.46"/11.6mm).
Fastener attachment to supports and subframing requirements are not considered in the tables and must be determined by qualified 
personnel.
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To ensure you are viewing the most recent and accurate product information, please scan the QR code. Click here to visit the product page on our website.
Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specifications shown in this document should not be taken as being available in all 
regions. Recommendations for the uses described herein should be verified for suitability and compliance with actual requirements of any local building codes, applicable laws and 
regulations.
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