
Available in two gauges and multiple widths that can be 

installed together, Bellara Plank blends seamlessly to 

look beautiful for generations.

0.59" 0.74" 

3.64" 

3.64" 

7.84"

Plank 90 | 135 | 200

Add a touch of traditional warmth and rustic character 

to any home that lasts decades. Bellara’s resistance to 

warping, cracking, and shrinking adds to its longevity.

Featuring horizontal panels that overlap, Bellara lap siding 

creates a seamless appearance. Hidden fasteners allow 

the panel to expand and contract for added durability.

Board & Batten 140 | 260 Lap Siding 155

Siding crafted to emulate natural 
wood, engineered from steel,  
designed to last a lifetime.

100%  

Recyclable

40-Year 

Warranty

Matching Trim 

System

Ultra-High 

Resolution

Lap Siding

Fastening System Hidden

Gauge(s) 26GA

Panel Coverage 6.18” (157.3mm)

Panel Length 12’

Application Wall

Profile Depth 0.74” (18.8mm)

Bellara
TM

Plank

Fastening System Hidden

Gauge(s) 24*, 26GA

Panel Coverage 3.64” (92mm) 

5.34” (135mm) 

7.84” (199mm)

Panel Length 12’

Application Wall

Profile Depth 0.59” (15mm)

Board & Batten

Fastening System Hidden

Gauge(s) 26GA

Panel Coverage 5.6” (142.2mm) 

10.18” (258.6mm)

Panel Length 12’

Application Wall

Profile Depth 0.73” (18.5mm)

Perforated Soffit 7.0 in2/ft2 

Plank 135 is available with perforations 

and can be combined with solid planks 

to achieve proper airflow.

5.34"

0.73" 
1.5"

10.18"

5.6"

Installation Guide 

Scan the QR code for  

installation instructions.

Installation Guide 

Scan the QR code for  

installation instructions.

Installation Guide 

Scan the QR code for  

installation instructions.

Technical Specifications

*Available through special order



This flexible standing seam roofing 
panel maximizes your design 

options. High ridge points add 

architectural appeal. Featuring 

Snap-Loc technology, Prestige 

panels are easy to install and  

a great solution for re-roofing or 
new construction applications.

Bellara
TM

Steel Siding

Warranty

40-Year Limited warranty

Vicwest

Burlington, ON | L7L 5Y7 | Canada

T: 1-800-387-7135

E: info@vicwest.com

vicwest.com

Inside Corner 
TM01-301* / TM01-401†

Outside Corner
TM04-304* / TM04-404†

Conversion Moulding
TM15-315* / TM15-415† 

Partition Moulding
TM21-321* / TM21-421†

Drip Edge 
TM22-322* / TM22-422†

Z-58*, Z-34†  Support Trim

TMMLD-Z58*, TMMLD-Z34†

Universal Starter Strip
TMMLD-USTART

Starter Strip
TMMLD-352

Perforated Rodent  
Starter Strip
TMMLD-351

J-Trim

TMMLD-313* / TMMLD-413†

A&B 2-Piece J-Trim
TMMLD-350(A), 350 (B)* 
TMMLD-450(A), 450 (B)†

While Vicwest has always been passionate about building 

durable and sustainable products, we’re equally passionate about 

producing them in the most environmentally responsible way.  

We’re building for tomorrow by focusing on four main pillars:

Energy

Building  

with Solar 

Carbon

Emissions 

Reduction

Water

Rainwater  

Harvesting

Circularity

Zero Waste  
to Landfill

Learn more about our Planet Passionate strategy. 

Visit vicwest.com/ca/en/planet-passionate

Matching Trim System

Warm Rosewood Dark Rosewood*

Charred Circle Sawn* Whitewashed Circle Sawn*

Expressence – Architectural Print Series

Obsidian Barnboard* Brindle Barnboard* Smoked Barnboard*

Ebony

Ebony

Regent Grey*

Graphite

Graphite

Greek Villa*

Espresso

Signature Matte – SMP Coated metal

Signature Matte – SMP Coated metal

Regent Grey* Stone Grey Cambridge White

Signature – SMP Coated metal

Natural Maple River Rock Grey

Deep Walnut Mountain Cedar

Board & Batten / Lap Siding

Plank

State-of-the-art Coating 

Bellara’s coating is manufactured by Sherwin-Williams and 

includes Kynar 70% PVDF; Polyvinyl fluoride resin and FEVE. 
This combination is durable and colour-fast, meaning Bellara 

colours and patterns will resist fading over time, and they are 

environmentally friendly with no VOCs. 

*For use with Bellara Plank 
† For use with Bellara Board & 

Batten and Lap Siding

*Available through special order

Vicwest Inc. reserves the right to amend product specifications without 
prior notice. Product specification, thicknesses and colours shown in 
this document should not be taken as being available and reference 

should be made to the current Vicwest price list and colour chart or 

advice should be sought from Vicwest’s Customer Service Department. 
The information, technical details and/or installation guidelines etc. 

included in this literature are given in good faith and apply to uses 

described. Recommendations for use should be verified for suitability 
and compliance with actual requirements, specifications and any local 
building codes, applicable laws and regulations. For other applications 

or conditions of use, Vicwest offers a Technical Advisory Service, the 
advice of which should be sought for uses of Vicwest products that are 

not specifically described herein. 
Colours shown in this document are representative only. Final colour 

selection should be made from actual colour samples which are 

available through our Sample Store. Colour accuracy may vary due to 

printing processes and may not be accurately represented on screen. 

All colours and finishes may not be available in all regions.
To ensure you are viewing the most recent and accurate product 

information, please scan the QR code.
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