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Channel Wall/CL508

Exposed fasteners 

Channel Wall

Fastening System 
Dimensions

Application

Covered Width
Profile Depth

Available Gauges
Gauge

Fastening System 

Channel Wall - Wall & Ceiling
CL508 - Wall & Ceiling
32'' (813mm) 
0.4'' (10.2mm)

Production Lengths

Channel Wall 32'' |  CL508 32'' 

SELF-TAPPING #1/4-
14 x 1-1/2" LG., HH,
Type AB, with
Washer

For Wood Substrate:

ICI - Institutional,
Commercial, Industrial

Victoriaville, QC 1' – 35’ max (0.3 – 10.67m)

CL508

Stratford, ON 3' – 38’ max (0.9 – 11.58m)

CL508

Channel Wall

26GA
28GA

Weight LB/FT2*

1.39
1.12
0.85
0.71

*Weight-LB per square foot may differ per paint finish
and profile covered width. Please contact your sales
representative for further assistance.

0.61

0.44'' (11.10mm) Stratford
Victoriaville

Exposed Fasteners | Wall & Ceiling

3/8"
(11mm)

3/8"
(11mm)

For Steel Substrate:
SELF-DRILLING #1/4-
14 HWH, SD2 or SD3
with Washer
#12-24, HWH, SD5,
with Washer
Sidelap screw:
SELF-DRILLING #1/4-
14 x 7/8" LG., HWH,
SD1 with Washer

Agricultural, Residential
Use min. #9 or #10
fasteners as required
*Screw length to be selected
based on substrate
thickness

Commercial
Architectural
Residential
Agricultural

Product Description

Designed for projects where appearance and value go hand in hand, Channel Wall
features subtle ribs and a low-profile aesthetic that create a clean, linear look. At
32" coverage, this profile helps maximize installation efficiency, while the reverse
CL508 profile allows for unique visual patterns and custom wall designs.



Signature – 

Polyester Finishes Colour Availability Natural Finishes

Signature Matte – 

CSSBI EPD 
XCarb EPD
Load Tables 

Weather XL 
Expressence 
Polyurethane Finishes 

Deep Grey
55174
26, 28GA

Charcoal
56072
26, 28GA

SMP Coated metal

Black
56068
26, 28GA

Data Sheet

Engineering & Environmental Documents
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Channel Wall/CL508

Warranty

Liner White
5712
24, 26, 30GA

Please scan the QR code or click here
to confirm colour availability by region.

Stone Grey
56071
26, 28GA

Bone White
56069
26, 28GA

Regent Grey
56082
26, 28GA

Dark Brown
56062
26, 28GA

Oak Brown
56158
28GA

Cambridge White
56161
26GA

White White
56086
24, 26, 28GA

Metro Brown
56154
26, 28GA

Tan
56074
26, 28GA

Cocoa Brown
56077
28GA

Bright White
56086
28GA

Tile Red
56066 
28GA

Bright Red
56080 
26, 28GA

Pebble Khaki
55051
28GA

Dark Red
56064
28GA

Burgundy
57319
28GA

Testing and Approvals

Carbon
55441
28GA

Greyberry
55090
28GA

Galvalume Plus
AZ50 (AZM150)
26, 28, 30GA

Galvalume Plus
AZ60 (AZM180) 
28, 30GA

Channel Wall 32'' |  CL508 32'' 

Orange 
55554
28GA

Gold
56070
28GA

Bright Red
56080
26, 28GA

Cabec Green
56160
28GA

Pacific Turquoise
56156
28GA

Ivory
56090
28GA

Green 
56078
28GA

Dark Green
56073
28GA

Royale Blue
56081 
28GA

Heron Blue
56079
28GA

Slate Blue
56067 
28GA

Ebony
9822
28GA

SMP Coated metal

Shadow Deep Grey 
10695 
28GA

Espresso
10276
28GA

Graphite
9821
28GA

Burnished Slate 
10740
28GA

Buckskin
55119
28GA

Test / Approval Type Test Standard Result

FIRE: Non-Combustibility ULC S135 Pass

Exposed Fasteners | Wall & Ceiling

Cladding or liner for building envelope
Channel Wall and CL508 are designed for
ceiling and wall applications
32” coverage is an economical solution that is
easy to install
Low maintenance and durable against harsh
climates

Principle Characteristics

https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/products/all-vicwest-product/exposed-fastener-cladding/channel-wall-cl508/?s=d
https://www.vicwest.com/ca/en/products/all-vicwest-product/exposed-fastener-cladding/channel-wall-cl508/?s=d
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-50-metallic-polyurethane-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-50-metallic-polyurethane-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/literature/vicwest-vwpc-179-colour-guide-en-ca-2024-06-17.pdf


Data SheetChannel Wall/CL508

MKG-DS-EN-V1
vicwest-channel-wall-cl508-data-sheet-en-ca

Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specification, thicknesses and colours shown in this document should not be taken as being available in all regions, and
reference should be made to Vicwest’s colour chart, or advice should be sought from Vicwest’s Customer Service Department. Recommendations for the uses described herein should be verified for suitability and
compliance with actual requirements of any local building codes, applicable laws and regulations. 
Colours shown in this document are representative only. Final colour selection should be made from actual colour samples which are available through our Sample Store.
To ensure you are viewing the most recent and accurate product information, please scan the QR code or click here.

vicwest.com

Matching Trim System

Outside Corner 
204

Inside Corner
201

Jamb 
213 

Drip 
219

Conversion 
220

Channel Wall 32'' |  CL508 32'' 

Partition
221

J Trim 
210

Exposed Fasteners | Wall & Ceiling

Learn more about our Planet Passionate strategy. 
Visit vicwest.com/ca/en/planet-passionate

https://www.vicwest.com/content/dam/vicwest/documents/data-sheets/vicwest-channel-wall-cl508-data-sheet-en-ca.pdf
https://www.vicwest.com/ca/en/
https://www.vicwest.com/ca/en/planet-passionate/
https://www.vicwest.com/ca/en/planet-passionate/
https://www.vicwest.com/ca/en/planet-passionate/
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