
The CL437 roof panel combines structural strength with a clean,
modern profile for commercial, industrial, and pre-engineered buildings.
With wide coverage, Grade 50 steel, this profile offers efficient
installation and reliable protection - even on roof slopes as low as 1:12.

CL437

CL437

Product Description

Exposed Fastener Roof

Fastening System 

For Wood Substrate:CL437

Exposed fasteners Fastening System 
Dimensions

Application
Covered Width
Profile Depth

Available Gauges

Non-standard

CL437 - Roof 
36.5'' (927mm) 
1.34'' (34mm)

Stratford, ON 4' – 36’ max (1.22 – 10.97m)
Production Lengths

Weight LB/FT2*

24GA

26GA

1.22

1.02

*Weight-LB per square foot may differ per paint finish and profile
covered width. Please contact your sales representative for
further assistance.

Data Sheet

vicwest.com

Grade

50

33

SELF-TAPPING #1/4-
14 x 1-1/2" LG., HH,
Type AB with Washer

Standard

CL437 roof cladding features side laps at high flute.
Combined with recommended taped/sealed side laps, creates
secure lap design aimed to minimize water ingress.
The 36.5” coverage and exposed fastener system are ideal features
to provide for efficient installation.
CL437 is a roof panel used for slopes as low as 1:12
CL437 features 12" nominal center-to-center flutes that increase
stiffness and overall structural performance

Principal Characteristics

Market

Commercial
Architectural
Residential

For Steel Substrate:
SELF-DRILLING 
#1/4-14 HWH, SD2 or SD3, 
#12-14 HWH, SD3, 
#12-24, HWH, SD5 
with Washer
Sidelap screw:
SELF-DRILLING #1/4-
14 x 7/8" LG., HWH,
with Washer

*Screw length to be selected based on substrate thickness

(Roof & Wall)



Weather XL 
Expressence 

Natural Finishes Colour Availability 

Signature – 

CSSBI EPD 
Load Tables 

Regent Grey
56082
26GA

Stone Grey
56071
26GA

SMP Coated metal

Black
56068
26GA

Data Sheet

Engineering & Environmental Documents

Warranty

Galvalume Plus
AZ50 (AZM150)
26GA

Please scan the QR code or click here to
confirm colour availability by region.

White White
56076
26GA

Bone White
56069
26GA

Tan 
56074
26GA

Tile Red
56066
26GA

Antique Linen
56162
26GA

Dark Green
56073
26GA

Bright Red
56080
26GA

Dark Brown
56062
26GA

Slate Blue
56067
26GA

Testing Data

Charcoal
56072
26GA

CL437
Exposed Fastener Roof

Test/Approval Type Test Standard Result

FIRE: Non-Combustibility ULC S135 Pass

FIRE: External Fire Exposure ULC S107 Class A, C

FIRE: External Fire Exposure UL 790 Class A, C

Matching Trim System for CL437

MKG-DS-EN-V0

vicwest-cl437-data-sheet-en-ca

Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specification, thicknesses and colours shown in this document should not be taken as being available in all regions, and
reference should be made to Vicwest’s colour chart, or advice should be sought from Vicwest’s Customer Service Department. Recommendations for the uses described herein should be verified for suitability and
compliance with actual requirements of any local building codes, applicable laws and regulations. 
Colours shown in this document are representative only. Final colour selection should be made from actual colour samples which are available through our Sample Store.
To ensure you are viewing the most recent and accurate product information, please scan the QR code or click here.

vicwest.com

Single-slope
Ridge

Ridge/Hip Cap End & Sidewall EaveType B Valley - 24'' Gable S123

https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/downloads-resources/?tag=Environmental+Declaration
https://www.vicwest.com/ca/en/downloads-resources/?tag=Load+Tables
https://www.vicwest.com/ca/en/downloads-resources/?tag=Load+Tables
https://www.vicwest.com/content/dam/vicwest/documents/literature/vicwest-vwpc-179-colour-guide-en-ca-2024-06-17.pdf
https://www.vicwest.com/content/dam/vicwest/documents/data-sheets/vicwest-cl3035-cl435-data-sheet-en-ca.pdf
https://www.vicwest.com/
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