
Load Tables

STEEL CLADDING

CL437
LSD - METRIC

PHYSICAL PROPERTIES

MATERIAL
ASTM A653M, Galvanized. ASTM A792M, Galvalume. 

STANDARD REFERENCES

MIDSPAN SUPPORT POSITIVE NEGATIVE MIDSPAN SUPPORT EXT. INT CAN/CSA-S136-16 & ANSI/SDI AISI S100-2024

t Fy wt Se
+ Se

─ Ie+ Ie─ Mr
+ Mr

─ Pe Pi

(mm) (MPa) (kg/m²) (mm³) (mm³) (mm⁴) (mm⁴) (kN·m) (kN·m) (kN) (kN)
0.47 345 4.04 2,417 2,696 70,943 52,032 0.63 0.70 3.0 4.3
0.58 345 5.08 3,664 3,771 97,764 70,985 1.14 1.17 4.6 6.6
0.58 230 5.08 3,929 3,965 103,080 76,025 0.81 0.82 3.0 4.4

LOAD TABLES Limit States Design

Span 500 600 900 1,200 1,350 1,500 1,650 1,800 500 600 900 1,200 1,350 1,500 1,650 1,800
F 18.4 [11.9] 13.1 [9.9] 6.0 3.4 2.7 2.2 1.8 1.5 20.2 14.4 6.6 3.8 3.0 2.4 2.0 1.7
D 40.0 28.4 8.4 3.6 2.5 1.8 1.4 1.1 36.1 20.9 6.2 2.6 1.8 1.3 1.0 0.8
F 32.3 [18.2] 23.2 [15.1] 10.8 [10.1] 6.1 4.9 3.9 3.3 2.7 33.1 23.8 11.0 6.3 5.0 4.1 3.3 2.8
D 40.0 39.2 11.6 4.9 3.4 2.5 1.9 1.5 40.0 28.5 8.4 3.6 2.5 1.8 1.4 1.1
F 23.4 [12.1] 16.7 [10.1] 7.7 [6.7] 4.4 3.5 2.8 2.3 1.9 23.6 16.8 7.8 4.4 3.5 2.8 2.3 2.0
D 40.0 40.0 12.2 5.2 3.6 2.6 2.0 1.5 40.0 30.5 9.0 3.8 2.7 2.0 1.5 1.1
F 19.3 [6.8] 13.9 [5.7] 6.5 [3.8] 3.7 [2.8] 2.9 [2.5] 2.4 [2.2] 2.0 1.7 17.7 12.7 5.9 3.3 2.6 2.1 1.8 1.5
D 40.0 40.0 20.3 8.6 6.0 4.4 3.3 2.5 40.0 40.0 14.9 6.3 4.4 3.2 2.4 1.9
F 31.2 [10.6] 22.7 [8.8] 10.8 [5.8] 6.2 [4.4] 4.9 [3.9] 4.0 [3.5] 3.3 [3.2] 2.8 30.6 22.2 10.5 6.1 4.8 3.9 3.2 2.7
D 40.0 40.0 28.0 11.8 8.3 6.0 4.5 3.5 40.0 40.0 20.3 8.6 6.0 4.4 3.3 2.5
F 22.4 [7.0] 16.2 [5.8] 7.6 [3.9] 4.4 [2.9] 3.5 [2.6] 2.8 [2.3] 2.3 [2.1] 1.9 [1.9] 22.2 16.1 7.6 4.3 3.4 2.8 2.3 1.9
D 40.0 40.0 29.5 12.4 8.7 6.4 4.8 3.7 40.0 40.0 21.8 9.2 6.4 4.7 3.5 2.7
F 22.7 [7.8] 16.6 [6.5] 8.0 [4.3] 4.6 [3.2] 3.7 [2.9] 3.0 [2.6] 2.5 [2.3] 2.1 21.0 15.3 7.2 4.1 3.3 2.7 2.2 1.9
D 40.0 40.0 15.9 6.7 4.7 3.4 2.6 2.0 40.0 39.4 11.7 4.9 3.5 2.5 1.9 1.5
F 36.3 [12.0] 26.9 [10.0] 13.1 [6.7] 7.7 [5.0] 6.1 [4.4] 5.0 [4.0] 4.1 [3.6] 3.5 [3.3] 35.6 26.3 12.8 7.5 5.9 4.8 4.0 3.4
D 40.0 40.0 21.9 9.3 6.5 4.7 3.6 2.7 40.0 40.0 15.9 6.7 4.7 3.4 2.6 2.0
F 26.2 [8.0] 19.3 [6.7] 9.3 [4.4] 5.4 [3.3] 4.3 [2.9] 3.5 [2.6] 2.9 [2.4] 2.4 [2.2] 26.0 19.1 9.2 5.3 4.3 3.5 2.9 2.4
D 40.0 40.0 23.1 9.8 6.9 5.0 3.8 2.9 40.0 40.0 17.1 7.2 5.1 3.7 2.8 2.1

NOTES
1. Effective properties are based on unit width of 1000 mm.
2. The maximum factored uniformly distributed load in the table must be greater than the sum of factored uniformly distributed loads applied on cladding.
3. Loads in Row "F" are the maximum factored loads controlled by the strength capacity.
4.

5. Loads in Row ''D'' are the uniform service loads that produce a deflection of L/ 180.
6. For loads based on alternate deflection limits, multiply the loads shown in Row ''D'' as follows: L/180×1.000, L/240×0.750, L/300×0.600, L/360×0.500
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Loads in Row ''F'' shown in bracket [ ] are controlled by web crippling. Maximum reactions are calculated for uniformly distributed loading with the end bearing length equal to 51 mm and the interior 
bearing length equal to 51 mm. For other bearing conditions, contact Vicwest Engineering.
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Load Tables

STEEL CLADDING

CL437
LSD - IMPERIAL

PHYSICAL PROPERTIES

MATERIAL
ASTM A653, Galvanized. ASTM A792, Galvalume. 

STANDARD REFERENCES

MIDSPAN SUPPORT POSITIVE NEGATIVE MIDSPAN SUPPORT EXT. INT CAN/CSA-S136-16 & ANSI/SDI AISI S100-2024

t Fy wt Se
+ Se

─ Ie+ Ie─ Mr
+ Mr

─ Pe Pi

(in) (ksi) (lb/ft²) (in³) (in³) (in⁴) (in⁴) (kip·in) (kip·in) (lb) (lb)
0.018 50 0.828 0.045 0.050 0.052 0.038 1.686 1.880 205 295
0.023 50 1.041 0.068 0.070 0.072 0.052 3.067 3.157 312 454
0.023 33 1.041 0.073 0.074 0.075 0.056 2.170 2.190 206 300

LOAD TABLES Limit States Design

Span  1' - 6''  2' - 0''  3' - 0''  4' - 0''  4' - 6''  5' - 0''  5' - 6''  6' - 0''  1' - 6''  2' - 0''  3' - 0''  4' - 0''  4' - 6''  5' - 0''  5' - 6''  6' - 0''
F 455 [272] 266 [204] 121 69 54 44 36 31 497 293 135 76 61 49 41 34
D 800 567 168 71 50 36 27 21 800 415 123 52 36 27 20 15
F 792 [415] 471 [311] 218 [207] 125 99 80 66 56 800 482 224 128 102 82 68 57
D 800 781 231 98 69 50 38 29 800 567 168 71 50 36 27 21
F 569 [274] 336 [205] 155 [137] 88 70 57 47 39 573 339 156 89 70 57 47 40
D 800 800 244 103 72 53 40 30 800 607 180 76 53 39 29 22
F 471 [157] 283 [117] 132 [78] 76 [58] 60 [52] 49 [47] 40 34 434 258 120 68 54 44 36 30
D 800 800 404 171 120 87 66 51 800 800 297 125 88 64 48 37
F 758 [242] 462 [181] 219 [121] 126 [90] 101 [80] 82 [72] 68 [66] 57 744 452 214 123 98 80 66 55
D 800 800 557 235 165 120 90 70 800 800 405 171 120 87 66 51
F 540 [159] 326 [119] 153 [79] 88 [59] 70 [53] 57 [47] 47 [43] 40 [39] 537 324 152 87 69 56 47 39
D 800 800 587 248 174 127 95 73 800 800 433 183 128 94 70 54
F 549 [178] 338 [133] 162 [89] 94 [66] 74 [59] 61 [53] 50 [48] 42 512 311 147 84 67 55 45 38
D 800 800 317 134 94 68 51 40 800 784 232 98 69 50 38 29
F 800 [275] 546 [206] 267 [137] 155 [103] 124 [91] 101 [82] 84 [75] 71 [68] 800 536 260 151 121 98 82 69
D 800 800 437 184 129 94 71 55 800 800 317 134 94 68 51 40
F 542 [166] 399 [138] 193 [92] 112 [69] 89 [61] 73 [55] 60 [50] 51 [46] 539 396 191 111 88 72 60 50
D 800 800 483 204 143 104 78 60 800 800 356 150 106 77 58 45

NOTES
1. Effective properties are based on unit width of 12".
2. The maximum factored uniformly distributed load in the table must be greater than the sum of factored uniformly distributed loads applied on cladding.
3. Loads in Row "F" are the maximum factored loads controlled by the strength capacity.
4.

5. Loads in Row ''D'' are the uniform service loads that produce a deflection of L/ 180.
6. For loads based on alternate deflection limits, multiply the loads shown in Row ''D'' as follows: L/180×1.000, L/240×0.750, L/300×0.600, L/360×0.500
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bearing length equal to 2.00 in. For other bearing conditions, contact Vicwest Engineering.
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Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specifications shown in this document should not be taken as being available in all regions. 
Recommendations for the uses described herein should be verified for suitability and compliance with actual requirements of any local building codes, applicable laws and regulations. 
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Learn more about our planet passionate strategy. Visit vicwest.com/ca/en/planet-passionate
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