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Fastening System 
Dimensions

Application
Covered Width
Profile Depth

Available Gauges
Gauge

Production Lengths

Product Description

*Weight-lbs per linear foot may differ per paint finish. 
Please contact your sales representative for further assistance.

lbs/Linear foot

Product Features & Benefits

Stratford, ON

Gauge

DRS36, White WhiteDRS36, Tile Red

Diamond Rib Siding (DRS36)

Exposed Fastener Wall Cladding

DRS36

26GA 2.96
28GA 2.14

Easy to install 36" coverage wall profile featuring an enhanced diamond rib design 
Suited for residential, agricultural, commercial buildings
A more economical solution for siding in commercial applications than traditional profiles due to its wider 36" panel coverage resulting in
faster installation time and a reduction in material requirements
Offered as 26 Gauge in Grade 50 steel and 28 Gauge in Grade 80 steel for enhanced durability and strength
The profile is intended as a multi-use siding solution for both interior and exterior applications 
An extensive colour offering makes this profile a highly versatile option for a wide range of applications

Exposed Fastener 
Wall

Grade
50
80

3'- 36' max (0.91m - 10.97m)

0.67" (17mm)
36.3" (922mm)

36.3"
(922mm)

Coated Side

0.67"
(17mm)

DRS36 is a diamond rib wall profile with a 36" coverage designed for versatility to meet the needs of residential, agricultural, and commercial
construction. Available in premium steel options and a broad range of colours, DRS36 offers an efficient, practical siding solution for projects
ranging from garages and farm buildings to warehouses and commercial facilities.

Residential
Agricultural
Industrial, Commercial  & Institutional

Market

6.05"
(154mm)



Testing / Approval Type
(Canada)

Test
Standard

Result

FIRE: Determination of non-
combustibility

ULC S135 Pass

Natural Finishes

Colour Availability 

Warranty

CSSBI EPD 

Engineering & Environmental Documents

Testing and Approvals

Signature – SMP Coated metal

Expressence - Architectural Print Series

In compliance with:
NBCC and provincial building codes; applicable editions apply.
National Farm Building Code of Canada
CSSBI-23M (Material & Paint requirements) Weather XL 

Expressence 
Polyurethane Finishes 
Metallic Finishes

vicwest.com

Please scan the QR code or click here to confirm
colour availability by region. Colour availability is
grouped regionally to help optimize lead times, but
is not restricted to orders within those regions.

Lead times may differ for non-standard colours. Please contact
your sales representative for further assistance.

Vicwest steel products are manufactured with consideration
for environmental sustainability and are recyclable. Vicwest
utilizes Electric Arc Furnace (EAF) production methods for
approximately 70% of its steel.

Customers are advised to consult their local Vicwest
representative regarding the applicability of LEED
certification and specifications of Vicwest’s XCarb® steel
offering.

Charcoal
56072
28GA

Regent Grey
56082
28GA

Black
56068
28GA

Deep Grey
55174
28GA

Bone White
56069 
28GA

White White 
56076
26, 28GA

Stone Grey
56071
28GA

Cocoa Brown
56077
28GA

Tan 
56074
26, 28GA

Pebble Khaki
55051
28GA

Bright White
56086
28GA

Tile Red
56066
28GA

Dark Green
56073
28GA

Dark Red
56064
28GA

Ebony
9822
28GA

Data Sheet
Exposed Fastener Wall Cladding

DRS36

Galvalume Plus
AZ50 (AZM150)
28GA

Liner White
5712
29GA

(Interior Application)Polyester Finishes

Colours and Finishes

http://cssbi_epd_2022_cold-formed-sections-and-panels_isbn_v2.pdf/
http://cssbi_epd_2022_cold-formed-sections-and-panels_isbn_v2.pdf/
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-42-weatherxl-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-46-expressence-warranty-en-ca-2023-11-10.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-50-metallic-polyurethane-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/warranties/vicwest-vic-338-metallic-pvdf-quality-and-performance-specification-en-ca-2024-03-08.pdf
https://www.vicwest.com/content/dam/vicwest/documents/literature/vicwest-vwpc-179-colour-guide-en-ca-2024-06-17.pdf


Substrate 
Screw Type
(Attachment to
Support)

Screw Type (Sidelap
Screw)

Wood #1/4-14, HH, Type AB, Self-
Tapping, with Washer

ICI Construction:
#1/4-14 x 7/8", HWH, Self-Drilling,
with Washer

Steel 

ICI Construction:
#1/4-14 or #12-24, HWH, Self-
Drilling, with Washer
 
Residential & Agricultural:
#12-14 or #12-24, HWH, Self-
Drilling, with Washer 

Residential & Agricultural:
Sidelap is not stiched together. See
detail.

Jamb
513

Inside Corner
501

Outside Corner
504

Drip
516

Conversion
520

Partition
521

Indicates exposed/painted side

Learn more about our Planet Passionate strategy. Visit vicwest.com/ca/en/planet-passionate

Vicwest Inc. reserves the right to amend product specifications without prior notice. Product specification, thicknesses and colours shown in this document should not be
taken as being available in all regions, and reference should be made to Vicwest’s colour chart, or advice should be sought from Vicwest’s Customer Service Department.
Recommendations for the uses described herein should be verified for suitability and compliance with actual requirements of any local building codes, applicable laws
and regulations. 
Colours shown in this document are representative only. Final colour selection should be made from actual colour samples which are available through our Sample Store.
To ensure you are viewing the most recent and accurate product information, please visit Vicwest.com or scan the QR code.

vicwest.com

vicwest-drs36-data-sheet-en-ca
MKG-DS-EN-V0

Exposed Fastening System 
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DRS36

Matching Trim System - Wall Application

Residential Agricultural

ICI Construction

https://www.vicwest.com/ca/en/planet-passionate/
https://www.vicwest.com/ca/en/planet-passionate/
https://www.vicwest.com/ca/en/planet-passionate/
https://www.vicwest.com/
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	Substrate
	Screw Type (Attachment to Support)
	Screw Type (Sidelap Screw)
	Wood
	#1/4-14, HH, Type AB, Self-Tapping, with Washer
	ICI Construction:
	#1/4-14 x 7/8", HWH, Self-Drilling, with Washer

	Steel
	ICI Construction:
	#1/4-14 or #12-24, HWH, Self-Drilling, with Washer
	Residential & Agricultural: #12-14 or #12-24, HWH, Self-Drilling, with Washer
	Residential & Agricultural: Sidelap is not stiched together. See detail.


