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Technical Bulletin #103 
Prestige and Regency roof panels on Low-Slope 
roofs 

Document #:  ENG-TD-103-EN-V0 
Date Issued:   April 30, 2026

Purpose: To outline acceptable roof buildups where Prestige and Regency roof panels are installed on slopes below 
Vicwest’s recommended minimum of 3/12.

1. Scope and Limitations

1. Prestige and Regency panels are recommended for minimum 3/12 slopes when installed as the primary roof
covering. 

2. For slopes 2:12 to <3:12, Prestige and Regency may be used as water-shedding and protective surface under
following conditions: 

o Fully adhered, code-compliant membrane roofing system shall provide the primary waterproofing.
o Additional sealant application at critical areas - eaves, ends, valleys, penetrations, transitions between

low roofs and walls etc. – are considered necessary for hydrostatic resistance.

2. Recommended Roof Buildup (Deck Upwards)

1. Structural Deck 
o Continuous plywood (min. 1/2) or equivalent.

2. Primary Waterproofing Membrane (Required)

o Fully adhered, high-temp, SBS-modified bitumen, or similar, installed to membrane manufacturer’s low-
slope specifications.

3. Support / Ventilation (Optional, Project-Specific)

o At designer’s discretion, ventilation mats may be introduced to create an air space between the
membrane and the roof panel. 

o Any such assemblies must ensure continuous support under the panel per Prestige and Regency
installation guidelines (no open strapping). 

4. Vicwest Prestige and Regency Panels

o Installed in standard concealed-fastener method over the membrane system.
o All flashings installed as per installation details; sealants used at trims as secondary weather protection

only

3. Liability Clarification

1. Membrane Integrity: Responsibility rests with the membrane manufacturer and installer. 
2. Panel Performance/Warranty: Vicwest’s responsibility is limited to material and finish defects in the Prestige

panels themselves.
3. Water Infiltration: Any leakage at slopes below 3/12 is deemed a failure of the membrane system, not of the

Prestige cladding.


