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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

IMPORTANT NOTCE

The installation guidelines for Regency metal roofing are intended only as a guide for product handling and installation
procedures.The materials and methods indicated herein are specified to help maintain overall integrity of the roofing
system. These guidelines do not address all aspects of the roofing installation or custom roof design requirements.
Each specific roof and its construction may require variations from the information in this guideline. The

quality of the installation is ultimately reliant on the experience and workmanship of the roofing contractor.

These instructions shall be used as guidelines only and Vicwest assumes no responsibility whatsoever

regarding improper installation or improper use of its products. If you have any questions, please contact your local
authorized Vicwest representative or visit www.vicwest.com.

SAFETY

Follow all governmental safety guidelines. The installer/owner of the roof system is responsible to adhere to safe
installation practices made mandatory by provincial and/or local ordinances as well as good construction practices.
Wearing of appropriate clothing, protective eyewear, light soft-soled shoes, safety gloves, as well as government
approved fall arrest equipment are recommended. Maintaining good housekeeping and keeping roof clear of debris as
you work is a key ingredient to the safety of the project.

STORAGE

Regency panel and accessories must be stored in a dry, ventilated area protected from moisture and chemicals. It is
recommended to install the tile as soon as possible after purchase.

WALKABILITY

When walking on the roof, use soft-soled, non-marking shoes that will better grip the surface of the panel as well as
protect the painted finish. When stepping on the tiles place your foot in the center. Do NOT step on the high rib of the
profile.

DO NOT STEP ON
THE HICH RIBS

_—DO NOT STEP ON

~

- THE HIGH RIBS

L_STEP IN THE CENTERS
OF PROFILES ONLY

WARRANTY

Please refer to www.vicwest.com for warranty information on the Regency profile and register your warranty when your
project is completed.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

PRODUCT OVERVIEW

Installed Coverage/Exposure Size: 16” (406mm)
Installed Weight: 1.1 Ib/IFt (1.63kg/m)
Material: 28ga (0.015” / 0.38mm), Grade 33 (230), galvalume coated steel

REGENCY PROFILE

406.4
[187]
COVERAGE
22.4 ) 90.3 ) 90.3 ) 90.3 ) 90.3 ) 22.6
[0.887] [3.56"] [3.567] [3.56"] [3.56"] [0.897]
SLOTTED  —
FASTENING | EXPOSED |
TRACK \ ‘JL% SURFACE—I
Y _ |
:\\\
~—SLOT CL <o
02
Q]

SIDELAP DETAIL

410 PANCAKE HEAD—
FASTENER A

)

\—FASTENH\/G SLOTS:
0.19" (4.76mm) x 2" (50mm) @ 3.5”7 (90mm) C/C

EAVE HOOK DETAIL

NOTCH END OF PANEL
17 (25mm) —~REGENCY PROFILE

/

!

17 (25mm) | BEND UNDER
PANEL
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TRIMS

THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

SLOPE CHANGE SLOPE TRANSITION B REGENCY RIDGE REGENCY STARTER
C-121
R-103 R-103 B R-104 R-105
A TYPE GABLEBOARD | Z-NOTCH CLOSURE STRIP| METAL CLOSURE STRIP FIELD NOTCH RIDGE
R-113 (10'-0" LG)
R-107 R-112 R-128 (16" or 20" LG) R-114
SIDEWALL SIDEWALL B UNIVERSAL STARTER NOTCHED ENDWALL
OPEN HEM :
R-115 R-115B R116 R-117
GABLEBOARD STARTER REGENCY EAVE TRIM REGENCY VALLEY SINGLE SLOPE RIDGE
R-122-21 (A=4")
R-122-27 (A=7")
R-118 R-119 R-122-36 (A=12") R-123
ENDWALL TYPE-B GABLEBOARD TYPE-C GABLEBOARD GAMBREL CAP
R-124 R-125 R-126 R-129
RIDGE CAP TYPE-B GABLEBOARD STANDARD VALLEY TYPE-B VALLEY
/\ \%/
RB-18 = 18" (A=8")
R-130 R-135-18 (A= 4 3/4") RB-24 = 24" (A=11")
R-131 R-135-24 (A=7 3/4") RB-36 = 36" (A=17")
FV-8 VENTILATED RIDGE REGLET GABLE TYPE C REGENCY END CAP
/\ i
TN-09 S-124-R RC-01
VY _ PREPAINTED/EXPOSED SIDE

Flashings are 10'-0" (3048mm), 28ga (0.015%/0.38mm), Grade 33 (230),
Galvalume coated steel. Customized trims and flat sheets are also available
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY
ACCESSORIES

ACCESSORY IMAGE DESCRIPTION

ROOF VENT/PIPE SEAL
1 FLEXIBLE PIPE FLASHING BLACK, GREY (EPDM)

5/8" x 11 1/2" x 20" (16mm x 292mm
x 6100mm) ROLL NYLON 6 PLUS CARBON

2 RIDGE ROOF VENT BLACK FOR UV RESISTANCE, NON—WOVEN
NYLON—POLYESTER WEATHER BARRIER
EXPOSED, UV RESISTANT, CLEAR

3 SILICONE SEALANT OR COLOUR MATCHED
NON—EXPOSED, NON—SKINNING,

4 BUTTL CAULKING NON=DRYING, FLEXIBLE
NON—EXPOSED, NON—SKINNING,

5 BUTYL TAPE NON=DRYING FLEXIBLE
1/8"x1/2"%25" (3.2mm x 13mm x 7620mm LG.)
OPEN CELL

6 FO?vMozsoE%fsE)R A 11/2" x 11/2" x 10' LG.
(38mm x 38mm x 3048mm LG.)
CLOSED CELL

7 FO(AvMofaa/%)R B 3/4 x 1" x 19=10 3/16” LG.

(19mm x 25mm x 6050mm LG.)

#8—18 x 17 (25mm) LG PANHEAD,

8 QUADREX PHILIPS/ROBERTSON DRIVE, é};::::;:»

SELF TAPPING, TYPE 'A’

EXPOSED FASTENER, ZINC—PLATED
COLOUR MATCHED

#10 x 1 1/27 (38mm) LG. PANCAKE
9 HEAD, SELF TAPPING, TYPE °A’

10 #10 x 2 1/2” (64mm) LG. PANCAKE I]:::::}
HEAD, SELF TAPPING, TYPE 'A’

#10 x 1 1/2” (38mm) LG. HEX
11 WASHER HEAD, SELF TAPPING, TYPE
A" C/W EPDM BONDED WASHER

HIDDEN FASTENER, ZINC—PLATED

HIDDEN FASTENER, ZINC—PLATED

HIDDEN FASTENER, ZINC-PLATED OR
EXPOSED FASTENER, ZINC—PLATED
COLOUR MATCHED (WAVE CAP AT GABLE)

#10 x 2 1/2” (63.5mm) LG. HEX
12 WASHER HEAD, SELF TAPPING, TYPE
A" C/W EPDM BONDED WASHER

EXPOSED FASTENER, ZINC—PLATED
COLOUR MATCHED

#10 x 3 1/2" (89mm) LG. HEX
13 WASHER HEAD, SELF TAPPING, TYPE
A" C/W EPDM BONDED WASHER

EXPOSED FASTENER, ZINC—PLATED
COLOUR MATCHED

mﬁ[}lm

48-18 X 3/4” (19mm) LG. HEX
14 WASHER HEAD, SELF—DRILLING, NO.
2PT C/W EPDM BONDED WASHER

EXPOSED FASTENER, ZINC—PLATED
COLOUR MATCHED

j
O O OO ®&® ® @

T

PLANET PAGE 5 OF 48

- hd
#icwest PASSIONATE


AutoCAD SHX Text
BLACK, GREY (EPDM)

AutoCAD SHX Text
FLEXIBLE PIPE FLASHING

AutoCAD SHX Text
ROOF VENT/PIPE SEAL

AutoCAD SHX Text
5/8" x 11 1/2" x 20' (16mm x 292mm

AutoCAD SHX Text
RIDGE ROOF VENT 

AutoCAD SHX Text
BLACK FOR UV RESISTANCE, NON-WOVEN

AutoCAD SHX Text
SILICONE SEALANT

AutoCAD SHX Text
OR COLOUR MATCHED

AutoCAD SHX Text
1/8"x1/2"x25' (3.2mm x 13mm x 7620mm LG.)

AutoCAD SHX Text
COLOUR MATCHED

AutoCAD SHX Text
EXPOSED FASTENER, ZINC-PLATED

AutoCAD SHX Text
NYLON-POLYESTER WEATHER BARRIER

AutoCAD SHX Text
FOAM SEALER A

AutoCAD SHX Text
OPEN CELL

AutoCAD SHX Text
EXPOSED, UV RESISTANT, CLEAR 

AutoCAD SHX Text
BUTYL CAULKING

AutoCAD SHX Text
NON-EXPOSED, NON-SKINNING,

AutoCAD SHX Text
BUTYL TAPE

AutoCAD SHX Text
COLOUR MATCHED

AutoCAD SHX Text
EXPOSED FASTENER, ZINC-PLATED 

AutoCAD SHX Text
NON-DRYING, FLEXIBLE

AutoCAD SHX Text
NON-EXPOSED, NON-SKINNING,

AutoCAD SHX Text
NON-DRYING FLEXIBLE

AutoCAD SHX Text
1 1/2" x 1 1/2" x 10' LG.

AutoCAD SHX Text
HIDDEN FASTENER, ZINC-PLATED 

AutoCAD SHX Text
HIDDEN FASTENER, ZINC-PLATED OR

AutoCAD SHX Text
#10 x 2 1/2" (64mm) LG. PANCAKE HEAD, SELF TAPPING, TYPE 'A' 

AutoCAD SHX Text
#10 x 1 1/2" (38mm) LG. HEX WASHER HEAD, SELF TAPPING, TYPE 'A' C/W EPDM BONDED WASHER

AutoCAD SHX Text
#8-18 X 3/4" (19mm) LG. HEX WASHER HEAD, SELF-DRILLING, NO. 2PT C/W EPDM BONDED WASHER

AutoCAD SHX Text
#8-18 x 1" (25mm) LG PANHEAD,  QUADREX PHILIPS/ROBERTSON DRIVE, SELF TAPPING, TYPE 'A'

AutoCAD SHX Text
#10 x 3 1/2" (89mm) LG. HEX WASHER HEAD, SELF TAPPING, TYPE 'A' C/W EPDM BONDED WASHER

AutoCAD SHX Text
FOAM SEALER B

AutoCAD SHX Text
CLOSED CELL

AutoCAD SHX Text
3/4" x 1" x 19'-10 3/16" LG.

AutoCAD SHX Text
(V030365)

AutoCAD SHX Text
(V048445)

AutoCAD SHX Text
COLOUR MATCHED

AutoCAD SHX Text
EXPOSED FASTENER, ZINC-PLATED 

AutoCAD SHX Text
x 6100mm) ROLL NYLON 6 PLUS CARBON

AutoCAD SHX Text
(38mm x 38mm x 3048mm LG.)

AutoCAD SHX Text
(19mm x 25mm x 6050mm LG.)

AutoCAD SHX Text
#10 x 2 1/2" (63.5mm) LG. HEX WASHER HEAD, SELF TAPPING, TYPE 'A' C/W EPDM BONDED WASHER

AutoCAD SHX Text
COLOUR MATCHED

AutoCAD SHX Text
EXPOSED FASTENER, ZINC-PLATED 

AutoCAD SHX Text
EXPOSED FASTENER, ZINC-PLATED

AutoCAD SHX Text
COLOUR MATCHED (WAVE CAP AT GABLE)

AutoCAD SHX Text
HIDDEN FASTENER, ZINC-PLATED 

AutoCAD SHX Text
#10 x 1 1/2" (38mm) LG. PANCAKE HEAD, SELF TAPPING, TYPE 'A' 


THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

ACCESSORIES

ACCESSORY DESCRIPTION
15 HIGH PERFORMANCE SELF—ADHESIVE,
HT SELF-ADHERED UNDERLAYMENT HIGH TEMPERATURE UNDERLAYMENT
FOR METAL ROOFS
16 SYNTHETIC UNDERLAYENT E&HF SJEEESEEYMWEONVEN SYNTHETIC
17 TSHD TURBO SHEAR FITS ALL HAND DRILLS.
(V054086)
18 FOLDING TOOL FOR SMALL AREAS
19 18 F FOLDING TOOL 18" WIDE — 1" DEPTH
20 FOLDING TOOL 24" WIDE — 1" DEPTH
21 TRU-CUT SHEAR 4" LONG SHEAR
22 REGENCY VENTED CLOSURE
23 REGENCY FOAM CLOSURE
RECOMMENDED TOOLS: CORDLESS DRILL, CIRCULAR
SAW, TIN SNIPS, CHALK LINE, SQUARE, TAPE MEASURE.
. PLANET PAGE 6 OF 48
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY
ROOF PREPARATION

Roof Slope
Regency profile to be used on 3:12 roof slope or greater.
Do not install Regency profile on roof slopes less than 3:12.

Underlayment

Follow your local building code and manufacturer’s guidelines for the underlayment requirements, overlaps

and installation procedures.

e  We recommend using high temperature self-adhered underlayment in the areas that experience most driving rain,
snow accumulation or ice damming. If required, use an underlayment primer on the roof sheating to ensure proper
adherence of the high temperature self-adhere underlayment.

e In all other areas a synthetic underlayment or min. #30 felt can be used. See installation procedure summery
below.

Roof Deck/Sheathing
It is recommended to install Regency profile on minimum 2" (13mm) plywood sheathing but no less than required by
your local building code.

Roof Squareness
The installation guidelines assume that the roof is square. Always check the roof squareness first.

New Construction
Prepare the roof deck to meet local building codes.
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

FASTENING

Fasten panels with specified fasteners through the center of the pre-punched slots.
Fasten panels to min. 1/2" plywood deck with #10 x 1 1/2" (38mm) LG. HEX HEAD, SELF TAPPING, TYPE 'A’
screws at 16" C/C max (every 5th slot).

e  Self-tapping screws must penetrate past the wood sheathing by minimum 3/8” (10mm).

STANDARD FASTENING

410 x 1 1/2" (38mm) LG/

HEX HEAD, SELF TAPPING, T~
TYPE A
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

INSTALLATION PROCEDURE SUMMARY

1. Check that the existing eave line is straight before starting the eave trim installation. Use a chalk line to mark a
straight line across the eave if required. Do not depend on the existing roof edge to be straight or square.

2. Install eave trim.

3. Install high temperature self-adhered underlayment along the eave on top of the eave trim.

4. Install high temperature self-adhered underlayment in valley, on hips, at slope transitions, end walls, side walls,
and around chimneys, skylights and at any roof penetrations, or as required per local building code.

5. Install synthetic underlayment on the remaining areas on the entire roof.

6. Install inner & outer gable trims.

7. Install valley flashings.

8. Install end wall & side wall trims.

9. Install hip flashing if required.

10. Install Regency progressively either from left to right or right to left, also from bottom to top if there are slope

transitions
11. Install ridge flashings at ridge and hip as required.

HT SELF ADHERED
UNDERLAYMENT

TYPICAL ROOF UNDERLAYMENT LAYOUT
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

PROFILE LAYOUT

/] 7/ 7/ ¥/
/) /) /)
// /) /)
Y /)
/ /// //
/)
vy
//
/)
//
/)
/) /)
/)
//
/)
//
SNAP RIBS TOGETHER
#10 x 1 1/2” (38mm) LG.
HEX HEAD, SELF TAPPING,
TYPE A 77 77 77 77 77 77
)/ / / / vy y //
g / g Y gy g g
Y // Y // Y @/
gy /) gy gy gy /) /
gy // gy vy gy //
/ / /] /) /] /
/) i / /) /) i
gy vy V) /) gy vy
i [/ . i i [/
gy /) gy g gy /)
/) / /) / vy /) // /
gy // gy vy gy //
/) // /) gy /) //
// / // /) / /
// /) // e /) // /)
EAVE

INSTALLATION DIRECTION
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

R-135-18 RB-24"
TYPICAL ROOF CONDITION LAYOUT R-104 R-135-24 RB-36"
R-129 R-103 R-130  R-131
OR
Ve
/ // ///
N
OR N \ l // /// ///
: \ \ | / v -
R-103 B
C-121 R-134 R-135
R-105
R-118 R-107
R-126 S-124-R R-124 R-115B

EAVE TRIM (R-105)
SLOPE TRANSITION B (R-103 B)

GABLE TYPE A (R-107) & GABLE ANCHOR (R-118)

GABLE TYPE B (F-124)
GAMBREL HIP CAP (R-129) GABLE TYPE C (S-124-R)
SLOPE TRANSITION (R-103)

RIDGE CAP RE-6 (R-130) or RE-8 (R-131)

ENDWALL (R-117)
ENDWALL (R-124)
RIDGE CAP (R-104) SIDEWALL (R-115) & LATERAL FLANGE (R116)

VALLEY W/ OPEN FOLDS (R-122-18) or (R-122-24) SIDEWALL (R-115 B)

SIGIVIGICIOIONS,
0000 0%

VALLEY TYPE B 24" (RB-24") or 36" (RB-36")

THE REGENCY TRIM SYSTEM IS MANUFACTURED TO SUIT A
MAJORITY OF INSTALLATION TYPES BUT ON-SITE MODIFICATIONS OF
DEGREES MAY BE REQUIRED TO SUIT YOUR SPECIFIC PROJECT
NEEDS. CUSTOMIZED TRIMS AND FLAT SHEETS ARE ALSO AVAILABLE.

ENDWALL RE-6 (R-134) & RE-8 (R-135)

FLASHINGS ARE 10'-0" (3048mm) LG.,
28ga (0.15"/0.38mm), GRADE 33 (230),
GALVALUME COATED STEEL
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY
1A. EAVE DETAIL (HIDDEN FASTENER)

1. Install Eave Trim (R-105) across eave of roof with #10 x 1 1/2" Pancake-Head screws @ 12" (305mm) centers.
2. Install the HT self-adhered underlayment over the Eave Trim.
3. To hook at roof eave provide an extra 1" to 1 1/4" of material at eave end of the Regency.
4. Cut and remove both ribs on the Regency 1" (25mm) up from eave end leaving a 1" to 1 1/4" overhang of extended flat pan material. (See Page "13
& 14")
5. Prepare the 1" extended flat pan and fold under profile, leave hook open to allow it to hook on Eave Trim (R-105)
6. Close the open end of the ribs with the Regency Metal End Cap c/w sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13
& 14")
HT UNDERLAYMENT

REGENCY PROFILE

FOLD CUT OUT OF RIB
SIDES TO CLOSE OFF RIB

CUT AND FOLD
REGENCY PROFILE
HOOK ON EAVE TRIM

REGENCY METAL
END CAP (RC—01)

EAVE TRIM (R—105)

1B. EAVE DETAIL (EXPOSED FASTENER)

1. Install Eave Trim (R-105) across eave of roof with #10 x 1 1/2" Pancake-Head screws @ 12" (305mm) centers.

2. Install the HT self-adhered underlayment over Eave Trim.

3. Install Regency profile in the chosen progressive manner, along eave level with nose of Eave Trim (R-105)

4. Secure Regency panels at the eave with #9-15 x 1 1/4" (32mm) HWH, TYPE 'A' c/w Neobonded washer @ 4 per sheet

5. Close the end of the Regency rib off with the Metal End Cap c/w sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13
& 14")

HT UNDERLAYMENT

REGENCY PROFILE

FOLD CUT OUT OF RIB -
SIDES TO CLOSE OFF RIB

(SEE APPENDIX A) -
Vs REGENCY METAL
FAVE TRIM (R—105) OR END CAP (RC—01)
PLANET PAGE 12 OF 48
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RESIDENTIAL CLADDING COLLECTION - REGENCY

1C. EAVE DETAIL (EXPOSED FASTENER)

1. Install Eave Trim (R-119) across eave of roof with #10 x 1 1/2" Pancake-Head screws @ 12" (305mm) centers.

2. Install the HT self-adhered underlayment over the Eave Trim.

3. Install Regency profile in the chosen progressive manner, along eave level with edge of Eave Trim (R-119)

4. Secure Regency panels at eave with #9-15 x 1 1/4" (32mm) fasteners @ 4 per sheet

5. Close the end of the Regency rib off with the Metal End Cap c/w sealant. Note option to fold sides to close off the ribs (See Page "13 & 14")

REGENCY PROFILE

HT UNDERLAYMENT

FOLD CUT OUT OF RIB
SIDES TO CLOSE OFF RIB
(SEE APPENDIX A)

EAVE TRIM (R—119)
x ’OF\)’

s

REGENCY METAL
END CAP

APPENDIX A - EAVE DETAIL (FOLDED EDGE)

CUT, NOTCH FOLD
PAN AND RIB

(SEE APPENDIX A STEPS)

NOTCH RIB
(SEE APPENDIX A STEPS)

9

TO 1 1/4”

/ EDGE TO BE FOLDED UNDER

B . PLANET PAGE 13 OF 48
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

APPENDIX A - EAVE DETAIL FOLDING EDGE STEPS

CUT A 1" DEEP SLICE ON
ALL CORNERS AND
BOTTOM FLAP

\
\

FOLD SIDE FLAP INWARD AND
WRAP OVER AND AROUND TO
CLOSE OFF THE RIB

CUT OUT THE OTHER
AND BOTTOM FLAPS M
AND DISCARD

\ FOLD DOWN AND UNDER LEAVING AN
\ OPEN HOOK TO ALLOW [T TO HOOK

\ ON TO EAVE TRIM (DETAIL 1A)

\

FOLD THE TOP \\FLAP DOWN
\ — FLAP WRAPPED AROUND RIB
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

2A. GABLE DETAIL (HIDDEN FASTENER)

1. Cut first Regency sheet along its length as required. Install Regency with cut edge aligned with Gable edge.

2. Secure Regency panels along fastening track with #10 x 1 1/2" (38mm) Pancake Head screws @ 16" (406mm) centers U.N.O.

3. Apply continuous butyl tape on Regency profile cut edge side along its entire length eave up to ridge

4.install Gableboard Starter (R-118) on Regency continuously along gable with #10 x 1 1/2" Pancake-Head screws @ 12" (305mm) centers
5. Hook the A-Type Gableboard (R-107) over the Gableboard Starter (R-118) and onto the face of the gable board.

6. Apply continuous sealant along edge where A-Type Gableboard (R107) meets the Regency sheet.

CONT. BUTYL TAPE

CONT. SEALANT

i — REGENCY PROFILE

GABLEBOARD STARTER (R—118)

A—=TYPE GABLEBOARD (R—107)

2B. GABLE DETAIL (HIDDEN FASTENER)

1. Install Gableboard Starter (R-126) on Regency continuously along gable with #10 x 1 1/2" Pancake-Head screws @ 12" (305mm) centers
2. Fasten Gableboard Starter (R-126) to Gableboard with #8-18 x 1" (25mm) Panhead screws @ 12" (305mm) centers)

3. Apply continuous butyl caulking inside Gableboard Starter (R-126) S-Lock and continuous butyl tape on fastening track the entire length from eave
up to ridge

4. Cut first Regency sheet along it length, installing Regency's cut edge in to Gableboard Starter (R-126) S-Lock firmly.

5. Apply continuous sealant along edge where exposed edge of Gableboard Starter meets top of Regency
CONT. BUTYL CAULKING

C—TYPE CABLEBOARD CONT. SEALANT
(R=126)
CONT. BUTYL TAPE

/* REGENCY PROFILE
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

2C. GABLE DETAIL (EXPOSED FASTENER)

1. Apply continuous butyl tape along the entire length of gable from eave up to ridge
2. Cut first Regency profile along its length as required. Install Regency with cut edge aligned with gable edge with #10 x 1 1/2" Pancake-Head screws

@ 12" (305mm) centers
3. Apply continuous butyl tape on Regency cut edge side in line with hem of C-Type Gableboard (R-124) entire length eave up to ridge

4. Install C-Type Gableboard on to Regency with #9-15 x 1 1/4" (32mm) HWH, Type 'A' c/w Neobonded washer @ 4 per sheet and over face of gable
board with # 8-18 x 1" (25mm) Panhead screws @ 12" (305mm) centers

CONT. BUTYL TAPE
C—TYPE GABLEBOARD

(R—124)
CONT. BUTYL TAPE
CONT. SEALANT
REGENCY PROFILE
~ E 7777777777777777777
Nm g
=
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

3A. RIDGE DETAIL (HIDDEN FASTENER)

1. Install Regency Ridge (R-104) Continuously across ridge line with #10 x 1 1/2" (38mm) Pancake Head screws @ 12" (305mm) centers.
2. Install Regency profile tightly into the Regency Ridge (R-104)

3. Apply generous bead of Butyl Caulking around the Regency sheet edge hidden up in the Regency Ridge (R-104)

4. Insert cut to fit foam closure tightly up into the Regency Ridge (R-104) compressing into the bead of butyl caulking

5. Apply continous bead of sealant fully around the foam closure up in the Regency Ridge (R-104)

RIDGE CAP R—-104
CONT. BUTYL CAULKING

FOAM CLOSURE —~__ REGENCY PROFILE
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

3B. RIDGE DETAIL (EXPOSED FASTENER)

1. Install HT Self Adhered underlayment along ridge line.

2. Install Regency Profile along ridge line, keeping sheets back 2" max. from ridge line with #9-15 x 1 1/2" (38mm) HWH, TYPE A c¢/w Neobonded
washers @ 4 per sheet.

3. Apply generous bead of Butyl Caulking around the cut to fit foam closure, press firmly, keeping it in a straight line across roof
4. Apply generous bead of Butyl Caulking across the top of the Foam Closures and Regency sheets

5. Install Ridge Cap R-130 / R-131 (RE-6 or RE-8) Centering on both slopes fastening through every rib of profile with #9-15 x 2" (50mm) HWH, TYPE A
c/w Neobonded washers @ every rib

6. Apply continuous bead of sealant fully around the foam closure up in the Regency Ridge (R-104)

RIDGE CAP (R—130 OR R—131)——

FOAM CLOSURE \

CONT. BUTYL CAULKING

REGENCY
PROFILE
CONT. SEALANT —
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

3C. RIDGE DETAIL VENTED (EXPOSED FASTENER)

1. Install HT Self Adhered underlayment up to the cut opening along ridge line

2. Install Regency profile along ridge line, lining sheets up to the open gap along the ridge line with #9-15 x 1 1/2" (38mm)HWH, Type A ¢/w
Neobonded washers @ 4 per sheet.

3. Peel paper back from glue of Regency Vented Foam Closure, press firmly onto Regency sheet.

4. Install Ridge Cap R-130 / R-131 (RE-6 or RE-8) centering on both slopes fastening through every rib of profile with #9-15 x 2" (50mm) HWH, TYPE A
c/w Neobonded washers @ every rib

5. Apply continuous bead of sealant continuous along base of foam closure

/R\DGE CAP (R—=130 OR R—131)

CONT. BUTYL
CAULKING

REGENCY
VENTED FOAM — PROFILE

CLOSURE

CONT. SEALANT — 2
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

3D. RIDGE DETAIL (EXPOSED FASTENER)

1. Install HT Self Adhered underlayment up to the cut opening along ridge line.
2. Install Vicwest J-Trim continuously on each side of the cut vent opening of the wood sheathing.
3. Install Regency profile into J-Trim on top of the Regency profile.

4.Lay Ridge Vent on top of each J-Trim and install FV-8 Ridge Cap (R-134) over the vent roll fasten through every rib.

~FV—=8 RIDGE CAP (R—134)

VENTED RIDGE ROLL
FOAM CLOSURE
J=TRIM—__

CONT. BUTYL CAULKING REGENCY

PROFILE
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

4A. RIDGE DETAIL (HIDDEN FASTENER)

1. Install HT Self Adhered underlayment up to High Eave and down wall as required.

N

. Install Single Slope Ridge (R-123) with #10 x 1 1/2" (38mm) Pancake Head screws @ 12" (305mm) centers, attach drip leg to vertical wall face with
the appropriate fastener as required.

. Install Regency profile tightly into the Regency Ridge (R-123)
. Apply generous bead of Butyl Caulking around the Regency sheet edge hidden up in the Regency Single Slope Ridge (R-123)
.Insert cut to fit foam closure tightly up into the Regency Single Slope Ridge (R-123) compressing into the bead of buytl caulking

A U b~ W

. Apply continuous bead of sealant fully around the foam closure up in the Regency Ridge (R-123)

CONT. BUTYL CAULKING ~
\ ~REGENCY SINGLE

\ / SLOPE RIDGE (R—123)
FOAM CLOSURE \ /

CONT. SEALANT
SCREW BY OTHERS

REGENCY PROFILE
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

4B. RIDGE DETAIL (HIDDEN FASTENER)

1. Install Regency profile sheets up to peak of high ridge
2. Install Regency Foam Closure, sticking the closure firmly in place on top of Regency Profile.

3. Install Regency Metal Closure Strip (R-113 or R128) over top of the Regency Foam Closure and seal with continuous sealant around the perimeter
of the Metal Closure and panel face.

4. Apply Butyl Tape continuously across the top of Metal Closure and panel ribs.

5. Install Standard Single Slope Ridge (C-120) with #10 x 2" (50mm) LG Hex-Head Type A Screw at every profile rib, attach drip leg to vertical wall face
with the appropriate fastener as required.

STANDARD SINGLE SLOPE RIDGE B C—-120

FOAM CLOSURE ~
\

CONT. BUTYL TAPE

SCREW BY OTHERS
METAL CLOSURE

CONT. SEALANT ——

REGENCY PROFILE
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

5A. VALLEY DETAIL (HIDDEN FASTENER)

1. Install HT Self Adhered underlayment on both sides of valley.

2. Install Valley Trim (Type C 18", A= 4 3/4" / Type C 24", A=7 3/4" or Type C 36", A= 13 3/4") with #10 x 1 1/2" (38mm) LG Pancake-Head
3. Install Optional Valley Trim (R-122-21, A=4"/ R-122-27, A=7" / R-122-36, A=12" or RB24 / RB36).

4. Apply continuous Butyl Caulking into both sides of the Valley Trim S-Locks.

5. Cut each Regency Profile to match valley angle and fold end so it can hook into the S-Lock of the Valley Trim.

— VALLEY TRIM (TYPE C 187, A=4 3/4" / TYPE C 247,

FOLD CUT OUT OF RIB — | A= 7 3/4” OR TYPE C 36, A=13 3/4")
SIDES TO CLOSE OFF RIB \
| /
?RRC ugi REGENCY END CAP | / “REGENCY PROFILE
- \

HT SELF—ADHERED
UNDERLAYMENT STRIP
OVER VALLEY TRIM
(AS REQUIRED)

HT SELF—ADHERED
UNDERLAYMENT

5B. VALLEY TRIM

CONT. SEALANT — — TYPE—B VALLEY TRIM
|| (RB-24 — 247 , A= 117 OR RB-36 — 367, A=17")
FOLD CUT OUT OF RIB

SIDES TO CLOSE OFF RIB I ~REGENCY PROFILE
OR USE REGENCY END ||
CAP (RC-01)

\
wpD__—+ '~ CONT. BUTYL CAULKING

HT SELF—ADHERED
UNDERLAYMENT
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

6A. ROOF TRANSITION - (HIDDEN FASTENER)

1. Install HT Self Adhered underlayment.

N

O 00 N O U b W

. Install Slope Change Trim (R-103) and fasten upper and low end of trim with #10 x 1 1/2" (38mm) LG Pancake-Head Type A screw @ 12" (305mm)
C/C Max.

. Install Regency profile tightly into low end of Slope Change Trim (R-103)

. Apply generous bead of Butyl Caulking around the Regency sheet edge up in the low end of the Slope Change Trim (R-103)
.Insert cut to fit foam closure tightly up into the Regency Single Slope Ridge (R-123) compressing into the bead of butyl caulking
. Apply continuous bead of sealant fully around the foam closure up in the Slope Change Trim (R-103).

. Apply continuous Butyl Caulking into Upper Slope Change Trim S-Locks.

. To hook at upper S-Lock provide an extra 1" to 1 1 /4" of material at low end of the Upper Regency profile

. Cut and remove both ribs on the Regency 1" (25mm) up from low end leaving at 1" to 1 1/4" overhang of extended flat pan material.

10. Prepare the 1" extended flat pan and fold under profile, leave hook open to allow it to hook on S-Lock of the Slope Change Trim (R-103)

Close the open end of the ribs with the Regency metal End Cap and sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13

& 14"

LOWER REGENCY
PROFILE

UPPER REGENCY PROFILE

FOLD CUT OUT OF RIB SIDES TO
CLOSE OFF RIB OR USE REGENCY END CAP

CUT AND FOLD REGENCY PROFILE
HOOK ON S—LOCK

SLOPE CHANGE TRIM R—103

CONT. BUTYL CAULKING

FOAM CLOSURE

CONT. SEALANT
CONT. BUTYL CAULKING

“Picwest
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

6B. ROOF TRANSITION - (EXPOSED FASTENER)

. Install HT Self Adhered underlayment.

. Install lower Regency profile up to required transition location.

. Install Regency Foam Closure continuous across top of sheet c¢/w Butyl caulking top and bottom.

.Install Regency Metal Closure Strip (R-113 or R-128) as required.

. Apply continuous bead of Butyl Caulking across top of Metal Closure Strip (R-113 or R-128).

. Install Standard Transition Trim (C-121) fastening the bottom with #10 x 2 1/2" (64mm) Hex-Head Type A Screws at every Regency Rib.
.Be sure to lap a strip of HT Self-Adhered underlayment over the top leg of the Transition Trim.

. Apply continuous bead of Butyl Self Caulking under the low end of the Upper Regency Profile.

O© 00 N O U b W N B

.Install the Upper Regency with #10 x 1 1/2" (38mm) Hex-Head Type A Screws @ 4 per sheet.
Close the open end of the ribs with the Regency metal End Cap and sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13
& 14")

UPPER REGENCY PROFILE

FOLD CUT OUT OF RIB SIDES TO
CLOSE OFF RIB OR USE REGENCY END CAP

SLOPE CHANGE TRIM (C—121)

CONT. BUTYL CAULKING

METAL CLOSURE
(R-113 OR R—128)

CONT. SEALANT CONT. BUTYL CAULKING

LOWER REGENCY
PROFILE

== FOAM CLOSURE
— C/W BUTYL CAULKING
TOP AND BOTTOM
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

7A. GAMBREL HIP - (HIDDEN FASTENER)

1. Install HT Self Adhered underlayment.

2. Install Gambrel Trim (R-129) and fasten at upper and low end of the trim with #10 x 1 1/2" (38mm) LG, Pancake-Head, Type A Screw @ 12"

(305mm) C/C Max.
.Install HT Self Adhered Underlayment on both sides of valley.

. Apply continuous Butyl Caulking into Upper Gambrel Trim S-Locks.

O© 00 N O U b~ W

.Install Regency profile tightly into low open end of Gambrel Trim (R-129)

. Apply generous bead of Butyl Caulking around the Regency sheet edge up in the low end of the Gambrel Trim (R-129)
.Insert cut to fit foam closure tightly up into the Gambrel Trim (R-129) compressing into the bead of butyl caulking

. Apply continuous bead of sealant fully around the foam closure up in the Gambrel Trim (R-129)

. To hook at upper S-Lock provide an extra 1" to 1 1/4" of material at low end of the Upper Regency profile

10. Cut and remove both ribs on the Regency 1" (25mm) up from low end leaving a 1" to 1 1/4" overhang of extended flat pan material.

11. Prepare the 1" extended flat pan and fold under profile, leave hook open to allow it to hook on S-Lock of the Gambrel Trim (R-129)

Close the open end of the ribs with the Regency metal End Cap and sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13

& 14"

UPPER REGENCY PROFILE

FOLD CUT OUT OF RIB SIDES TO
CLOSE OFF RIB OR USE REGENCY END CAP

CUT AND FOLD REGENCY
PROFILE HOOK ON S—LOCK

GAMBREL TRIM (R—129)

CONT. BUTYL CAULKING

FOAM CLOSURE Q
g /

CONT. SEALANT

/// / CONT. BUTYL CAULKING

FOAM CLOSURE
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PROFILE s
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY
7B. GAMBREL HIP - (EXPOSED FASTENER)

. Install HT Self Adhered underlayment.

.Install lower Regency Profile up to required transition location.

.Install Regency Foam Closure continuous across top of sheet c/w Butyl Caulking top and bottom

.Install Regency Metal Closure Strip (R-113 or R-128) As required.

. Apply continuous bead of Butyl Caulking across top of Metal Closure Strip (R-113 or R-128)

.Install Standard Transition Trim (R-129B) fastening the bottom with #10 x 2 1/2" (64mm) Hex-Head Type A Screws at every Regency Rib.
. Be sure to lap a strip of HT Self-Adhered underlayment over the top leg of the Transition Trim.

. Apply continuous bead of Butyl Caulking under the low end of the Upper Regency Profile.

O 00 N OO U b W N BB

.Install the Upper Regency with #10 x 1 1/2" (38mm) Hex-Head Type A Screws @ 4 Per sheet.

Close the open end of the ribs with the Regency metal End Cap and sealant. Note option to fold sides to close off the ribs (See Appendix 'A' Page "13
& 14"

UPPER REGENCY PROFILE

FOLD CUT OUT OF RIB SIDES TO
CLOSE OFF RIB OR USE REGENCY END CAP

GAMBREL TRIM (R—129B)

AN CONT. BUTYL CAULKING
///ﬁ/ /
CONT. SEALANT s
A S/
s /
p s FOAM CLOSURE C/W BUTYL
LOWER REGENCY Y A4 CAULKING TOP AND BOTTOM
PROFILE 7S
/ METAL CLOSURE STRIP
R—113 OR R-128
C/W CONT. SEALANT
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

ENDWALL - NEW CONSTRUCTION 'A'

1. Install HT Self Adhered underlayment.

2. Install the Endwall Trim (R-124) and fasten it on both ends with #10 x 1 1/2" (38mm) Pancake Head screws @ 12" (305mm) centers
3. Install the membrane strip over top of the Endwall Trim.

4. Install Regency Profile tightly into the Regency Endwall Trim (R-124)

5. Apply generous bead of Butyl Caulking around the Regency sheet edge hidden up in the Regency Endwall Trim (R-124)

6. Insert cut to fit foam closure tightly up into the Regency Ridge (R-124) compressing into the bead of butyl caulking

7. Apply continuous bead of sealant fully around the foam closure up in the Regency Endwall Trim (R-124)

EXTERIOR CLADDING j

HT SELF—ADHERED
UNDERLAYMENT STRIP
OVER ENDWALL TRIM I

!
ENDWALL R—124 |
\IJ}
| -
I
|
FIELD BEND ANGLE TO SUIT
\}

CONT. BUTYL CAULKING

FOAM CLOSURE

CONT. SEALANT

REGENCY
PROFILE

' CARRY HT SELF—ADHERED

UNDERLAYMENT MIN. 6" (152mm)
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

ENDWALL - NEW CONSTRUCTION 'B'

1. Install the HT self-adhered underlayment.
2. Install Regency Profiles with #10 x 1 1/2" (38mm) Hex-Head Type A Screws @ 4 per sheet.

3. Apply generous bead of Butyl Caulking around the cut to fit foam closure, press firmly down on to sheet, keeping it in line across roof and keeping
it behind the Endwall Trim turnd down closure leg.

4. Install Regency Foam Closures in every void.

5. Install the Endwall Trim (R-117) and fasten it on top end with Pancake Head Screws at 12" (305mm) centers and #10 x 3" (19mm) LG. Hex-Head
NO.3 PT. Screws at every rib at the bottom end.

6. Install the membrane strip over top of the Endwall Trim.

7. Seal Endwall Trim with continuous sealant.
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

ENDWALL - NEW CONSTRUCTION 'C'

. Install the HT self-adhered underlayment.

. Install Regency Profiles from left to right.

a U A W NP

. Cut and fold ends of bottom Regency Panel flats up 1" (25mm) and seal with continuous sealant.

. Apply continuous butyl tape across the Field-Notched Closure and Regency Profiles.

HEX-HEAD NO. 3 PT. SCREWS AT 12" (305mm) centers at the bottom end.

~

. Install the membrane strip over top of the Endwall Trim.

8. Seal Field-Notched Closure with continuous sealant.
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. Install the Endwall Trim (R-134) or (R-135) and fasten it on top end with PANCAKE HEAD SCREWS AT 12" (305mm) centers and #10 x 3" (19mm) LG.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY
ENDWALL - RE-ROOF / EXISTING CONSTRUCTION 'A'

1. Install the Endwall Trim (R-124) and fasten bottom leh with #10 x 1 1/2" (38mm) Pancake Head screws @ 12" (305mm) C/C. Tack upper leg with
same fastener as required.

2. Install the membrane strip over upper leg of Endwall Trim (R-124) and on to the existing cladding.

w

.Install Reglet Trim (TN-09) lapping over top of the Endwall Trim and on to existing cladding with #10 x 1 1/2" (38mm) Hex-Head Type A Screw c/w
EPDM Bomded Washer @ 16" C/C

.Install Regency profile tightly into the Regency Endwall Trim (R-124)

. Apply continuous bead of sealant along top of Reglet Trim (TN-09)

. Apply generous bead of Butyl Caulking around the Regency sheet edge hidden up in the Regency Endwall Trim (R-124)
.Insert cut to fit foam closure tightly up into the Regency Ridge (R-124) compressing into the bead of butyl caulking

00 N O U p

. Apply continuous bead of sealant fully around the foam closure up in the Regency Endwall Trim (R-124)
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

ENDWALL - RE-ROOF / EXISTING CONSTRUCTION 'B'

1. Ensure that HT Self-adhered underlayment is installed at wall to roof transition as required.

2. Cut and fold ends of bottom Regency Panel flats up 1" (25mm) and seal with continuous sealant.
3. Install Regency Profiles from left to right and fasten with #10 x 1 3" (38mm) HEX-HEAD TYPE 'A' SCREWS AT 2 PER PANEL.

4. Install Regency Foam Closures in every void.

5. Install the Endwall Trim (R-117) and fasten with #10 x 3" (19mm) LG. HEX-HEAD NO. 3 PT. SCREWS AT EVERY RIB at the bottom end.

6. Install the membrane strip over top of the Endwall Trim and existing cladding.
7. Install Reglet (TN-09) with HEX-HEAD SCREWS AT 16" (406mm) and apply continuous sealant in top groove.

8. Seal Endwall Trim with continuous sealant.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

ENDWALL - RE-ROOF / EXISTING CONSTRUCTION 'C'

1. Ensure that HT Self-adhered underlayment is installed at wall to roof transition as required.

2. Cut and fold ends of bottom Regency Panel flats up 1" (25mm) and seal with continuous sealant.

3. Install Regency Profiles from left to right.

4. Install the Regency Metal Field-Notched Closure (R-112) and fasten with #10 x 13" (38mm) HEX-HEAD TYPE 'A' SCREWS AT 2 PER PANEL.

5. Install the Endwall Trim (R-134) or (R-135) and fasten it on top end with PANCAKE HEAD SCREWS AT 12" (305mm) centers and #10 x 3" (19mm) LG.
HEX-HEAD NO. 3 PT. SCREWS AT 12" (305mm) centers at the bottom end.

6. Install the membrane strip over top of the Endwall Trim and existing cladding.
7. Install Reglet (TN-09) with HEX-HEAD SCREWS AT 16" (406mm) and apply continuous sealant in top groove.

8. Seal Field-Notched Closure with continuous sealant.
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SIDEWALL - NEW CONSTRUCTION ‘A’

THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

1. Ensure that HT Self-adhered underlayment is installed at wall to roof transition as required.
2. Secure the first Regency Profile sheet on the sidewall by removing the first rib and installing.

3. Apply a continuous strip of butyl tape along the edge of the Regency Profile.
4.Install the Regency Lateral Flange (R-116) with #10 x 11" (38mm) LG. HEX-HEAD TYPE 'A' SCREWS AT 16" (406mm) centers.

5. Hook the Regency Sidewall Trim (R-115) into the Lateral Flange and fasten at the top with PANCAKE HEAD SCREWS AT 12" (304mm) centers.

6. Install the membrane strip over top of the Sidewall Trim.

7. Seal Sidewall Trim with continuous sealant.
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SIDEWALL - NEW CONSTRUCTION 'B'

1. Install the HT self-adhered underlayment.
2. Install the Sidewall Trim (R-115B) and fasten it on both ends with PANCAKE HEAD SCREWS at 12" (305mm) centers.

THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

3. Secure the first Regency Profile sheet into the Sidewall by removing the first rib and installing with generous amounts of continuous sealant.

4. Install the membrane strip over top of the Sidewall Trim.
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SIDEWALL - NEW CONSTRUCTION 'C'

THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

1. Install the HT self-adhered underlayment.

2. Install the Sidewall Trim (R-115B) and fasten it on both ends with PANCAKE HEAD SCREWS at 12" (305mm) centers.

3. Secure the first Regency Profile sheet into the Sidewall by removing the first rib and installing with generous amounts of continuous sealant.

4. Install the membrane strip over top of the Sidewall Trim.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

SIDEWALL - RE-ROOF / EXISTING CONSTRUCTION 'A'

. Ensure that HT Self-adhered underlayment is installed at wall to roof transition as required.

. Secure the first Regency Profile sheet on the sidewall by removing the first rib and installing.

. Apply a continuous strip of butyl tape along the edge of the Regency Profile.

.Install the Regency Lateral Flange (R-116) with #10 x 13" (38mm) LG. HEX-HEAD TYPE 'A' SCREWS AT 16" (406mm) centers.
. Hook the Regency Sidewall Trim (R-115) into the Lateral Flange.

. Install the membrane strip over top of the Sidewall Trim.

N o o W

. Install Reglet (TN-09) and fasten with #10 x 1" (38mm) LG. HEX-HEAD TYPE 'A' SCREWS AT 16" (406mm) centers and apply continuous sealant in
top groove.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

SIDEWALL - RE-ROOF / EXISTING CONSTRUCTION 'B'

1. Ensure that HT Self-adhered underlayment is installed at wall to roof transition as required.
2. Install the Sidewall Trim (R-115B) and fasten on the bottom with PANCAKE HEAD SCREWS at 12" (305mm) centers.

3. Secure the first Regency Profile sheet into the Sidewall by removing the first rib and installing with generous amounts of continuous sealant.

4. Install the membrane strip over top of the Sidewall Trim and existing cladding.

5. Install Reglet (TN-09) and fasten with #10 x 13" (38mm) LG. HEX-HEAD TYPE 'A' SCREWS AT 16" (406mm) centers and apply continuous sealant in

top groove.
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

ROOF VENT/PIPE

1. Measure size of pipe/stack and cut required diameter of boot to suit.
2. Install self-adhered underlayment around the perimeter of the base of the pipe/stack.
3. Apply a generous amount of sealant from the topside of the pipe/stack forming the shape of a “U”.

4. Install and fasten the Flexible Pipe Flashing following the manufactures installation guideline.

Potential use of a snow break may be required over the pipe or stack. Please consult your local authorized Vicwest representative for more information.
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RESIDENTIAL CLADDING COLLECTION - REGENCY

EAVE TRIM R-105
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THE INSPIRATION SERIES

RESIDENTIAL CLADDING COLLECTION - REGENCY

C-TYPE GABLEBOARD (R126) - OVERLAP AT DETAIL 2B

C-TYPE GABLE (126)

OF FOLD BY 27
(51mm)

BUTYL CAULKING/TAPE
ACROSS LAP TYPRICAL
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THE INSPIRATION SERIES
RESIDENTIAL CLADDING COLLECTION - REGENCY

A-TYPE GABLEBOARD (R-107) - OVERLAP AT DETAIL 2A

A-TYPE GABLEBOARD (R-107) GABLEBOARD STARTER (R-118)
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RESIDENTIAL CLADDING COLLECTION - REGENCY
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