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Design Guideline #04 

TSR Single Skin on plywood 

Design Procedure Example 1 

Document #:  ENG-DG-04-EN-V0 

Date Issued:   September 13, 2026 

Purpose: The objective of this design procedure is to provide sample calculations and criteria for checking 

structural adequacy of TSR roof on plywood applications.

 

Application Types: 

TSR Single Skin application  refers to TSR roof cladding installed directly on min 13mm thick plywood without 

any insulation. The example below is based on 13 mm and 16 mm plywood options. 

 

Product: 

TSR 24 GA. (0.61 mm) – 340 MPa (50 ksi) 

 

Design Criteria: 

1. Design is Based on NBCC 2020 and CSA S136-16 

2. Climatic Data Based on Island Lake, MB 

2.1. q1/50 = 0.37kPa 

2.2. Ss = 2.60 kPa 

2.3. Sr = 0.20 kPa 

3. Importance Category: Normal, Is/lw (ULS) = 1.00 

 lw (SLS) = 0.75 

 lS (SLS) = 0.9 

4. Exposure: Open Terrain 

5. No Hills or Escarpment Consideration, Ct = 1.00 

6. Building Dimensions: L = 20 m, B = 12.6 m, H = 8 m, Gable Roof 

7. Roof Slope 1:12 (4.76°) 
Figure 1: Building Dimensions 

Roof Cladding Specified Design Loads: 

1. Dead Load (TSR Panels Self-weight) = 0.10 kPa 

2. Snow Load = 2.28 kPa (No Snow Pile-Up) 

3. External Wind Loads: See Table 1 

 

Roof Assembly: 

1. Vicwest TSR Panels 

2. 13mm/16mm/19 mm thick plywood 
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Wind loads are determined in accordance with NBCC 2020 Part 4, for the design of structural components and 

cladding. 

Figure 2: NBCC2020 Wind Load Diagram 

 
 

Table 1: Specified Wind Loads 

 

 

 

 

 

 

 

 

  

End-zone width, z = 1.26 m  
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Figure 3: Purlin Spacing on Roof Plan 

 
 

1) Check for Span Capacity Under Gravity Loads 

 

In this system, TSR is fully supported on plywood and gravity loads on the TSR panel are transferred directly to 

plywood. 

Plywood to be structurally adequate to resist all gravity loads imposed by TSR. 

 

2) Check the Required Clip Length Based on Roof Slope Length and Thermal Movement  

     Requirement. 

 

Two clip options are available: 

a) 16 gauge 7.5” long clip - accommodates up to 25 mm of thermal movement and is suitable for a 

maximum slope length of 25m. 

b) 14 gauge 18” long clip - accommodates up to 50 mm of thermal movement and is suitable for a 

maximum slope length of 50m. 

 

For this example, the 7.5” long TSR clip is adequate for the required sheet movement of 6.5mm. 

 

 

3) Check TSR Seam / TSR Clip Design for Wind Uplift 

 

In TSR system on plywood, TSR panels are designed for external wind loads only. 

For 24 ga (0.61 mm), 340 MPa TSR panel, the maximum specified wind uplift reaction is shown in the TSR load 

table (note #6, see Appendix A), as follows: 

a) 16 gauge 7.5” long clip – Max. wind uplift capacity = 1.67 kN per clip 

b) 14 gauge 18” long clip – Max. wind uplift capacity = 1.97 kN per clip 
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Specified Point Load / Clip = Specified external Wind Load × TSR Clip Spacing × TSR Sheet Width  

 

Then, selecting standard 16ga x 7.5in long TSR clips: 

Max. Clip Spacing = Specified Point Load per Clip / (Specified External Wind Load x TSR sheet width) 

 

e.g. Max. Clip spacing at Corner wind zone = 1.67 kN / (1.91 kPa x 0.61 m) = 1.433m 

 

The maximum TSR Clip spacing is further limited at 1800 mm (6ft) spacing. 

 

 

 

4) TSR Clip Anchorage to Supports 

 

Fastener pullout from roof plywood support and fastener length is to be checked by the project engineer.  

Typical fasteners used for the TSR clip on plywood are #1/4-14 x 38mm LG., Type AB, self-tapping fasteners.  

 

Specified Pullout values used to calculate TSR clip spacing, using 4x fasteners per clip are as follows: 

 

 from 13 mm plywood 

Ps = 0.284 kN (64 lbs) 

Ps = 0.284 kN x 4 = 1.136 kN / Clip (225 lbs) 

 

 from 16 mm plywood 

Ps = 0.368 kN (83 lbs) 

Ps = 0.368 kN x 4 = 1.472 kN / Clip (331 lbs) 

 

For this application TSR clip spacing will be governed by pullout from plywood. 

 

Tables 2a and 2b below summarize the TSR clip spacing for diHerent roof zones based on the use of 4 screws 

per clip for 13 mm and 16 mm plywood options.: 

 
Table 2a: TSR Clip spacing based on 13 mm thick plywood and 4 screws/ clip 

Roof Wind Zone Specified Wind 

Uplift 

Max. TSR Clip 

Spacing 

Specified Point 

Load / Clip 

TSR Clip Size 

Corner (c) -1.91 kPa 900 mm 1.05 kN 7.5” Long – 16 GA. 

Side (s) -0.9 kPa 1800 mm 1.00 kN 7.5” Long – 16 GA. 

Interior (r) -0.64 kPa 1800 mm 0.70 kN 7.5” Long – 16 GA. 
 

 

Table 2b: TSR Clip spacing based on 16 mm thick plywood and 4 screws/ clip 

Roof Wind Zone Specified Wind 

Uplift 

Max. Clip 

Spacing 

Specified Point 

Load / Clip 

TSR Clip Size 

Corner (c) -1.91 kPa 1200 mm 1.4 kN 7.5” Long – 16 GA. 

Side (s) -0.9 kPa 1800 mm 1.00 kN 7.5” Long – 16 GA. 

Interior (r) -0.64 kPa 1800 mm 0.70 kN 7.5” Long – 16 GA. 
 

NOTE: Wind uplift point loads imposed by TSR clip to plywood to be approved by Plywood design engineer. 
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5) TSR Clip Depth Selection 

 

For TSR application on plywood, use 2” (51mm) clip depth, also referred to as ‘flush-mount’ clip. 
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6) Check For Sliding Snow 

 

The TSR roof system has to resist sliding snow forces. This is achieved by fixing / face-fastening  

the TSR sheets to plywood at the eave. 

 

 

STEP 1: Sliding Snow Force Calculation   Figure 4: Sliding snow force due to gravity loads 

 

P0 = (L)(w)(sinα)  

Where 

P0    = sliding force 

L      = maximum roof length in plan 

w     = snow load on TSR panel 

α      = roof slope 

 

P0 = (6.3 m)(2.28 kPa)(sin4.76°) 

P0 = 1.19 kN/m                                                                   

 

Sliding snow force / sheet  

= P0 × TSR sheet width  

= (1.19 kN/m)(0.61m) = 0.73 kN per sheet 

 

 

STEP 2: TSR sheet to Eave support connection 

 

 TSR sheets to be fixed at the eave support to resist the sliding snow force. 

 

 No. of screws / TSR sheet to be designed for shear from the eave support. 

Minimum No. of screws / TSR sheet = 7x screws 

 

For this example and based on 24 gauge TSR sheets, attach every TSR sheet to the plywood support at eave 

with: (7) #1/4-14 x 38 mm (1-1/2”) LG., self-tapping screws, with neobonded washers.  

 

Shear Resistance: 

13 mm plywood = 0.50 kN (113 lbs) x 7 screws  = 3.5 kN / TSR sheet  > 0.73 kN  

16 mm plywood = 0.65 kN (147 lbs) x 7 screws  = 4.55 kN / TSR sheet  > 0.73 kN 

 

The 7x fasteners per TSR sheet are adequate to resist sliding snow. 
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Figure 5: TSR Fastening Pattern @ Low Eave 

 

 

  

 

 

 

Note: Individual projects may require their own additional considerations during review. All roof structural 

components and the substrate supporting the cladding must be designed by the project engineer such that 

they are all structurally adequate to safely transfer all imposed loads, including sliding snow forces. 
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Load Table 

 
STANDING SEAM ROOF 

TSR 

LSD - METRIC 
PHYSICAL PROPERTIES 

TSR 

 
NOMINAL 

THICKNESS 

YIELD 

STRENGTH 

/ GRADE 

 
MASS WITH 

FINISH Z275 

EFFECTIVE PROPERTIES FACTORED RESISTANCES 

SECTION MODULUS  
MOMENT OF INERTIA 

BENDING MOMENT 
BEARING REACTION 

(50mm Bearing Width) 

MIDSPAN SUPPORT MIDSPAN SUPPORT END INTERIOR 

t 

(mm) 

Fy 

(MPa) 

W 

(kg/m2) 

Se+ 

(mm3) 

Se-- 

(mm3) 

Ix 

(mm4) 

Mr
+ 

(N-mm) 

Mr
─ 

(N-mm) 

Pe 

(kN) 

Pi 

(kN) 

0.61 340 4.88 3,000 3,000 251,100 918,000 918,000 4.1 9.5 

0.76 230 6.09 5,050 5,050 389,100 1,045,400 1,045,400 3.7 9.1 

 

 
Material 

ASTM A792M, Galvalume AZM150 or AZM180, or 

ASTM A653 Galvanized Z275. 

 
Reference standards 

CAN/CSA-S136-07 North American Specification for the 

Design of Cold-Formed Steel Structural Members 

 
Load Table Notes 

 
1. Effective properties are based on a unit width of 1 000 mm. 

 
2. Loads in row ''B'' are the maximum specified loads controlled 

by the strength capacity, and loads in row ''D'' are the uniform 

service loads that produce a deflection of L/180. 

 
3. For loads based on alternate deflection limits, multiply loads 

shown as follows: L/180 = L/180 × 1, L/240 = L/180 × 0.75, 

L/300 = L/180 × 0.600. 

 
4. The maximum specified uniformly distributed load in the table 

must be greater than the sum of specified uniformly distributed 

loads applied on top of the standing seam roof. Example : 

[1.0 x Specified Live Load] + [0.833 x Specified Dead 

Load] + [0.27 x Specified Downward Wind Load] 

 
5. Load in brackets are controlled by web crippling. Maximum 

reactions are calculated for uniformly distributed loading with a 

bearing length equal to 50 mm. 

 
6. For maximum specified wind uplift, use the loads below, 

based on TSR clip and seam capacity. 

TSR 0.61 mm / Grade 340 

TSR Clip 16ga (1.52 mm) x 190 mm long: 1.67 kN per clip 

TSR Clip 14ga (1.91 mm) x 457 mm long: 1.97 kN per clip 

TSR 0.76 mm / Grade 230 

TSR Clip 16ga (1.52 mm) x 190 mm long: 1.31 kN per clip 

TSR Clip 14ga (1.91 mm) x 457 mm long: 1.97 kN per clip 

 
7. TSR is not designed for concentrated loads. 

 

8. Snow guards or solar panels, if required, to be clamped to 

TSR seams using S5! clamps. Concentrated loads imposed by 

these systems not to exceed the TSR clip and seam capacity 

noted above. 

 
 

 

LOAD TABLES Limit States Design - Canada 

 
Span 

 
(mm) 

MAXIMUM SPECIFIED UNIFORMLY DISTRIBUTED LOADS (kPa) 

Span Single Double Triple 

Thickness 0.61 0.76 0.61 0.76 0.61 0.76 

Grade 340 230 340 230 340 230 

400 
B [13.7] [12.3] [12.7] [12.1] [14.40] [13.8] 

D 50.0 50.0 50.0 50.0 50.0 50.0 

500 
B [10.90] [9.9] [10.10] [9.7] [11.50] [11.0] 

D 50.0 50.0 50.0 50.0 50.0 50.0 

600 
B [9.10] [8.2] [8.40] [8.1] [9.60] [9.2] 

D 50.0 50.0 50.0 50.0 50.0 50.0 

700 
B [7.80] [7.0] [7.20] [6.9] [8.20] [7.9] 

D 50.0 50.0 50.0 50.0 50.0 50.0 

800 
B [6.80] [6.2] [6.30] [6.1] [7.20] [6.9] 

D 42.5 50.0 50.0 50.0 50.0 50.0 

900 
B 6.0 [5.5] [5.60] [5.4] [6.40] [6.1] 

D 29.8 46.2 50.0 50.0 50.0 50.0 

1000 
B 4.9 [4.9] 4.9 [4.9] [5.80] [5.5] 

D 21.7 33.7 50.0 50.0 41.1 50.0 

1100 
B 4.0 [4.5] 4.0 [4.4] 5.1 [5.0] 

D 16.3 25.3 39.2 50.0 30.9 47.9 

1200 
B 3.4 3.9 3.4 3.9 4.3 [4.6] 

D 12.6 19.5 30.2 46.8 23.8 36.9 

1300 
B 2.9 3.3 2.9 3.3 3.6 4.1 

D 9.9 15.3 23.8 36.8 18.7 29 

1400 
B 2.5 2.8 2.5 2.8 3.1 3.6 

D 7.9 12.3 19.0 29.5 15.0 23.2 

1500 
B 2.2 2.5 2.2 2.5 2.7 3.1 

D 6.4 10.0 15.5 24 12.2 18.9 

1600 
B 1.9 2.2 1.9 2.2 2.4 2.7 

D 5.3 8.2 12.7 19.7 10.0 15.6 

1700 
B 1.7 1.9 1.7 1.9 2.1 2.4 

D 4.4 6.9 10.6 16.5 8.4 13 

1800 
B 1.5 1.7 1.5 1.7 1.9 2.2 

D 3.7 5.8 9.0 13.9 7.0 10.9 

 



 

 9 / 9 

 

4/16/2026 1 / 1 

To ensure you are viewing the most recent and accurate product information, please scan the QR code. Click here to visit the product page on our website. 

 

 

 vicwest.com 

Load Table 

 
STANDING SEAM ROOF 

TSR 

LSD - IMPERIAL 
PHYSICAL PROPERTIES 

TSR 

 
NOMINAL 

THICKNESS 

YIELD 

STRENGTH / 

GRADE 

 
MASS WITH 

FINISH Z275 

EFFECTIVE PROPERTIES FACTORED RESISTANCES 

SECTION MODULUS  
MOMENT OF INERTIA 

BENDING MOMENT 
BEARING REACTION 

(50mm Bearing Width) 

MIDSPAN SUPPORT MIDSPAN SUPPORT END INTERIOR 

t 

(in) 

Fy 

(ksi) 

W 

(lb/ft2) 

Se+ 

(in3) 

Se-- 

(in3) 

Ix 

(in4) 

Mr
+ 

(lb-in) 

Mr
─ 

(lb-in) 

Pe 

(lbs) 

Pi 

(lbs) 

0.024 50 1.00 0.0558 0.0558 0.1839 2,511 2,511 278 651 

0.030 33 1.25 0.0939 0.0939 0.2849 2,789 2,789 255 624 

 
Material 

ASTM A792, Galvalume AZ50 or AZ60, or 

ASTM A653 Galvanized G90. 

 
Reference standards 

CAN/CSA-S136-07 North American Specification for the 

Design of Cold-Formed Steel Structural Members 

 

Load Table Notes 

 
1. Effective properties are based on a unit width of 1 ft. 

 
2. Loads in row ''B'' are the maximum specified loads 

controlled by the strength capacity, and loads in row ''D'' are 

the uniform service loads that produce a deflection of L/180. 

 
3. For loads based on alternate deflection limits, multiply 

loads shown as follows: L/180 = L/180 × 1, L/240 = L/180 × 

0.75, L/300 = L/180 × 0.600. 

 
4. The maximum specified uniformly distributed load in the 

table must be greater than the sum of specified uniformly 

distributed loads applied on top of the standing seam roof. 

Example : 

[1.0 x Specified Live Load] + [0.833 x Specified Dead 

Load] + [0.27 x Specified Downward Wind Load] 

 

5. Load in brackets are controlled by web crippling. Maximum 

reactions are calculated for uniformly distributed loading with 

a bearing length equal to 2 in. 

 
6. For maximum specified wind uplift, use the loads below, 

based on TSR clip and seam capacity. 

TSR 0.024 / Grade 50 

TSR Clip 16ga (0.060") x 7.5 in long: 377 lbs per clip 

TSR Clip 14ga (0.075") x 18 in long: 444 lbs per clip 

TSR 0.030 / Grade 33 

TSR Clip 16ga (0.060") x 7.5 in long: 296 lbs per clip 

TSR Clip 14ga (0.075") x 18 in long: 444 lbs per clip 

 
7. TSR is not designed for concentrated loads. 

 
8. Snow guards or solar panels, if required, to be clamped to 

TSR seams using S5! clamps. Concentrated loads imposed 

by these systems not to exceed the TSR clip and seam 

capacity noted above. 

 
 
 
 

 

LOAD TABLES Limit States Design - Canada 

 
Span 

 
(ft) 

MAXIMUM SPECIFIED UNIFORMLY DISTRIBUTED LOADS (psf) 

Span Single Double Triple 

Thickness 0.024 0.030 0.024 0.030 0.024 0.030 

Grade 50 33 50 33 50 33 

1.50 
B [247] [227] [231] [222] [263] [252] 

D 999 999 999 999 999 999 

1.75 
B [212] [194] [198] [190] [225] [216] 

D 999 999 999 999 999 999 

2.00 
B [185] [170] [174] [166] [197] [189] 

D 999 999 999 999 999 999 

2.25 
B [165] [151] [154] [148] [175] [168] 

D 999 999 999 999 999 999 

2.50 
B [148] [136] [139] [133] [158] [151] 

D 999 999 999 999 999 999 

2.75 
B [135] [124] [126] [121] [143] [138] 

D 773 999 999 999 999 999 

3.00 
B [124] [113] [116] [111] [132] [126] 

D 595 922 999 999 999 999 

3.25 
B 106 [105] 106 [102] [121] [116] 

D 468 725 999 999 885 999 

3.50 
B 91 [97] 91 [95] [113] [108] 

D 375 581 900 999 709 999 

3.75 
B 79 88 79 88 99 [101] 

D 305 472 732 999 576 893 

4.00 
B 70 77 70 77 87 [95] 

D 251 389 603 934 475 735 

4.25 
B 62 69 62 69 77 86 

D 209 324 503 779 396 613 

4.50 
B 55 61 55 61 69 77 

D 176 273 423 656 333 516 

4.75 
B 49 55 49 55 62 69 

D 150 232 360 558 283 439 

5.00 
B 45 50 45 50 56 62 

D 129 199 309 478 243 377 

5.25 
B 40 45 40 45 51 56 

D 111 172 267 413 210 325 

5.50 
B 37 41 37 41 46 51 

D 97 150 232 359 183 283 

5.75 
B 34 37 34 37 42 47 

D 85 131 203 314 160 248 

6.00 
B 31 34 31 34 39 43 

D 74 115 179 277 141 218 


